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With over 25 years of experiences in mechanical seal industry,

YALAN has got 28 patents and a lot of other certificates and honors.
YALAN's design department has the full ability to design custom
mechanical seals according to different special requirements from
our clients. Beside for being certificated with ISO 9001:2015,

YALAN Seals is also one of the 200 companies in China which have the
national industrial production permission for mechanical seals.
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FULLY CUSTOMIZABLE ACCORDING TO
THE ACTUAL OPERATING CONDITIONS

CONTACT US WITH YOUR DEVICE DIMENSIONS
A AERIREE S ERNMBEHBRAE,

BERBANMHE A RRIE SHX T,

Email: contact@yalan-seals.com

Landline: +86-551-64287402

Mobile: +86-18356957562

+86-17775378093

Fax: +86-551-64247831

Website: www.yalan-seals.com

HQ Office: 21st Floor, Lanjing International Building,
City of Hefei, Anhui, China
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Who We Are / Where We Are - =F I =24

YALAN Component Co., Ltd. was founded in 1993 as a national high
\N H W E A R E technology enterprise. After over 18 years of design and production
experiences in seal component industry, YALAN has become a

professional seal supplier that owns a full set of chain from product design
?‘ & 1' ] and development, manufacturing, sales and after-sales support services.

ESTABLISHED IN 1993 With continuous innovations, YALAN has accomplished a lot of honor and

awards by both national and local government. The company right now
69 FULL TIME WORKERS has over 15,000 square meters production facilities, 10 main production
ANNUAL REVENUE: USD 13 MILLION lines with 69 full time workers in the factory and an annual revenue of
NEIRIIF 19934 USD 13 million.
T HOBEMMAT YT ZBHEARADTREN—REUNENHBHAL. £ HENRST
EFE1300F £ T —REUE SIS B, R F1993%, UFHEHRE—RBEEZE, EMELX

108075 7T, BEEH26005H L. MABRN=EERKA. HEEIFRREZEH=mI
BARS, ERFINESET "BRESHRAEL" | "REECIFHEEL" |
"RPEBETR . "REEEEER FRENRS.

BERACFMEZHEE, AREBEEEXNHZE. ZRIRZEHTERE
ROENMBEH = ARFEEM M, ERE. EEMIIILEBIEREHRKE,
BAFRELERRKE, FRICOZEATAB. LI, B MR REFTE,
FRHORBEMKRESE, 2014F "THE" GHREACHREE "ES@R"
2016 FRKRME "B m" HS, ARASSHEITIRERRAEM2TTILIRAE.

: h have the same level of quality but more affordable prices,
NO. OF PRODUCTION LINES: 10 paf:&\& K) L‘%e/ XE'%”%: sgc&z)éo?fzrfts érom fcg\ou(s:1 ;ndusﬁtol COHE%%]ES
’ s { as - , Andritz, KSB, John Crane, Grundfos, Siemens, .
;ERggATE' 1829001'20]5 Flexibox, EG&G SEAL OL, Roten, Sundyne, Chesterton, Pillar and etc.
FFEREE: 105 _
g ! ZEB [ ZMNATFARY iL“f'iﬁJi HepZRBANWZESHSLEAA LR THE
REEEARIAE: 1SO9001:2015 ‘ BESTRMLIR, HAR. BR. EHR. 5kR. BHE HAZ

KRR BHER. RRRE, ARERNESMALZATRES. BFE
Iﬁ*%ﬂl EHRE. KL ,?7kihiilﬁééﬁﬁi§1ﬁﬁﬂ’]mbﬁﬁiT:.EE

WHERE WE ARE
,jJ\/AiZ] ﬁﬁ He Office v:ey/ ‘?%M'*i

YALAN HQ works as a
sales, support and
design center for the
company.

No. of Employees: 20
No. of Designers: 10

HQ OFFICE: 21ST FLOOR,
LANJING INTERNATIONAL BUILDING
CITY OF HEFEI, ANHUI
CHINA

4 /\IILEI,I\-‘JE : FH'«“-‘ He E@T\ I—\ = I\ﬁ:a%ﬁﬁgﬁ%\
DABE: RBEEGRTEGRERKE21R ﬁ#;ﬁ\ i
5igit4%ERI7]1320% A,
HAPTRRIFIOA,
FACTORY: INDUSTRIAL PARK OF DINGYUAN
CITY OF CHUZHOU, ANHUI YALAN factory
production facilities
CHINA oreoverleOOO -
ety /Ly | — [ . .
T ik REEABMNTEEZEECIEZFHAELZR :ﬁg?;g&“ﬁéﬁ;g‘kc"?
R4IR195 Dingyuan.

No. of Employees: 69

IJ ] EEF15000F K,
LT R &R T R
gﬁ%ﬁ& BRTAH

Factory View / T | X

|| . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vaccum Pumps - &k R. BiER. EERBBKELENHZH

BIA/21/43 Mechanical Seal
for Clean Water Pumps,
oing Pumps and

uum Pumps

(218 /43R LI 2 &

ol Features: single end, unbalanced, independent

of rotation, rubber bellow, bellow transmission. This
ent has a compact structure with good compatibility,
V. and easy installation.

TR BinmE, EFER, EERE, BRELEE.
gifEe, REEE, BMMEET, HeERE, ERERT

Standards: DIN24960, ISO3069, GB6556
FFatRE: DIN24960, 1ISO3069, GB6556

Scopes of Application: widely used in oil and water circulation
pumps, piping pumps, and vacuum pumps for industries such
as sewage treatment and paper-making. This product can be
an alternative to similar products from EG&G SEAL OL.
MASE: MzEATFLI. 8. EZHA. SKQAE. EREGE.
AREEKR. BER. HEZR. BER. EailHEREIEERE.

Inner Diameter: 12 mm fo 100 mm
HASEE: 12 mm - 100 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: S5304/SS316

Metal Parts: S5304/SS316

wE

TR ImE: A2/ iLiE/ ikl
FpILIfuRm: SR/ MR/ RS
WENEH: THERR/ =TT R/ RISRER
S 5S304/5S316

&BEERE: SS304/SS316

Operation Parameters
Pressure: < 0.8 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s
BEIT5H

E#: < 0.8MPa

mE: -20~120°C

ZiEE: < 10m/s

Mediums: oil, water, weak acid and alkali and other

corrosive mediums.
EAMTR: HRZE K BEE. BEE—REMETR

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vaccum Pumps - 5k R. BiER. EERBBKESLENHZ

BIA/21/43 Mechanical Seal Dimension Chart - BIAZ!(212Y/43Z) i Z 3 R~ 3B R

D1
|
|
|
|
|
.,_}
d
D

L1 L2
L
Dimensions d D D1 L 151! 12
Shaft Sizes h6 H8

14 14 30 27.5 23.7 18.7 4.5
16 16 32 28.5 26.0 21.0 4.5
18 18 35 31.2 28.5 21.0 6.0
20 20 35 31.8 29.0 21.0 6.5
22 22 37 35.2 335 25.5 6.5
25 25 40 39.0 33.5 25.5 6.5
28 28 43 44.1 33.5 25.5 6.5
30 30 45 45.1 34.5 25.5 75
32 32 48 49.0 42.5 33.5 75
33 33 48 49.0 42.5 335 TESS
35 35 50 50.2 425 33.5 7.5
38 38 56 353 42.5 33.5 )
40 40 58 57.0 42.5 335 7.5
43 43 61 60.7 46.0 36.5 8.0
45 45 63 62.5 47.5 38.0 8.0
48 48 66 66.5 47.5 38.0 8.0
50 50 70 68.6 47.5 38.0 8.0
53 53 73 70.8 50.5 41.0 8.0
55 55 V5] 72.4 50.5 41.0 8.0
58 58 78 80.0 5125 42.0 8.0
60 60 80 83.0 51.5 42.0 8.0
65 65 85 87.2 52.5 43.0 9.5
70 70 92 91.6 56.0 45.0 9.5
75 75 97 99.4 60.0 48.0 10.0
80 80 104 104.6 *  67.0 55.0 10.0
85 85 109 111.0 76.2 64.2 10.0
90 90 114 113.0 78.2 68.2 10.0
100 100 125 124.0 76.0 62.0 12.0

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vacuum Pumps - i5KR. BiER. EZRABGKRKENEIRZE

2100, AKA U4901 or INT
Mechanical Seal for

uum Pumps, Submerged
ors, Compressors, and
elerators

) (U4901/INT) B {11 25

ol Features: single end, balanced, independent direction
dtation, rubber bellow, bellow transmission mechanical seal.
is component seal has a compact structure and good
compatibility and it is easy to install. The bellow and the spring
provide pressure compensation to the sealing faces. The rubber
bellow design can prevent radial run-out so the floatability of
the rotary ring is increased.

SR RiRE, FEE, FEEE, BRELEE. SRS,
REMRE, REFE RUESHERBENMZEZHIFEENS
BNEZ, RYUEMMEMNERBS, B8 THHRNZEIIT.

Standards: DIN24250, ISO3069, GB6556, EN12756
TEHTRE: DIN24250, ISO3069, GB6556, EN12756

Scopes of Application: mainly used in cenfrifugal pumps,
vacuum pumps, submerged motors, compressor, agitation

equipment and decelerators for sewage treatment
engineering, pharmacy, paper making and food
This component can work as an alternative to the
product of John Crane.
BLRASUS: INiZRAFiSRLGE. kI, #%4. &R 8
AESKR. BER. BKR. BER. #HKEH.
RS ERE,

Inner Diameter: 10 mm to 100 mm
HAESEE: 10 mm -100 mm

Materials
Rotary Ring Face: Carbon/SiC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton

Springs: SS304/SS316

Metal Parts: SS304/SS316

Wt

WERIRURTE . A2/ Wil RE/ MRl
BRILINIRE . LR/ RILEE/BRibss ﬁ%ﬁ
HENES: TR/ =T TR/ SRR i
SAEE. SS304/SS316
&EER4: SS304/SS316

Operation Parameters
Pressure: < 1.2 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vaccum Pumps - &7k R. BiER. EER BB KBV Z

2100, AKA U4901 or INT Mechanical Seal Dimension Chart
- 2100 (U4901/INT)EUAL i 25 1 R~ XTER %

D3
02

Lilanl
imensions d D D2 D3 L1 112 L13 L2 L3
Shaft Sizes h6 H8 0.5 +0.5 £05

12 12 23 22 24 15 26.5 34.0 5.0 4.5
14 14 25 24 26 15 29.0 34.0 5.0 4.5
16 16 27 26 28 15 29.0 34.0 5.0 4.5
18 18 33 32 34 20 315 39.0 VA 6.0
20 20 35 34 36 20 31.5 39.0 8.0 6.5
22 22 37 36 38 20 315 39.0 8.0 6.5
24 24 39 38 40 20 34.0 44.0 8.0 6.5
25 25 40 39 41 20 34.0 44.0 8.0 6.5
28 28 43 42 44 26 36.5 44.0 8.0 6.5
30 30 45 44 46 26 355 43.0 9.0 7.5
32 32 48 46 48 26 355 48.0 9.0 7.5
33 33 48 47 49 26 355 48.0 9.0 7.5
35 35 50 49 51 26 34.5 47.0 9.0 7.5
38 38 56 54 58 30 37.0 47.0 9.0 7:5
40 40 58 56 60 30 37.0 47.0 9.0 7.5
43 43 61 59 63 30 37.0 52.0 9.5 8.0
45 45 63 61 65 30 37.0 52.0 9.5 8.0
48 48 66 64 68 30 35.0 50.0 9.5 8.0
50 50 70 66 70 30 375 50.0 9.5 8.0
33 53 73 69 73 30 375 60.0 9.5 8.0
55 55 75 71 75 30 37.5 60.0 9.5 8.0
58 58 78 78 83 33 42.5 60.0 9.5 8.0
60 60 80 80 85 33 40.5 58.0 9.5 8.0
63 63 83 83 88 33 40.5 58.0 9.5 8.0
65 65 85 85 90 33 40.5 68.0 9.5 8.0
68 68 90 88 93 33 40.5 68.0 9.5 8.0
70 70 92 90 95 33 48.0 68.0 11.0 9.5
75 75 97 99 104 40 48.0 68.0 12.0 10.0
80 80 105 104 109 40, 47.5 T13 12.0 10.0
85 85 110 109 114 40 47.5 1705 12.0 10.0
90 90 115 114 119 40 52.5 77.5 12.0 10.0
95 95 120 119 124 40 525 715 14.0 11.0
100 100 125 124 129 40 52.5 TS 14.0 11.0
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Seals for Clean Water / Piping / Vacuum Pumps - i5KR. BiER. ETZRABGRKEUEIREZE

MG1, AKA U4801
Mechanical Seal for Water
mps, Piping Motors, and
uum Pumps
(U4801) B 25 £

ol Features: single end, unbalanced, fixed direction of

, rubber bellow fransmission mechanical seal.

ponent seal has a compact structure and good
dtibility and it is easy to install. The bellow and the spring
ovide pressure compensation to the sealing faces. The
rubber bellow design can prevent radial runout so the
floatability of the rotary ring is increased.

gfss: RunmE. EFEEE. BEREBR. BRESE RS, B
BE, RAMRRE, REAE. BUESHHFREENMEEZ TG
EMSEMESR, KHAUEMMEMNZERNS), RS THRNZNE.

Standards: DIN24250, ISO3069, GB6556, EN12756
BERAE: DIN24250, ISO3069, GB6556, EN12756

Scopes of Application: widely used in water pumps,

piping pumps, sewage pumps, immersible motors, vacuum
equipment and other rotary devices for sewage teartment,
city water supply, chemical engineering, pharmcy, food
processing, and paper making.

FIRSUS: [ZMAFiSKEE,. M. #Hok. L
. ERETE. ATREFKR. BER. 5KR.
HTERBESERFREREE.

Inner Diameter: 10 mm fo 110 mm
HAESEE: 10mm - 110 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: $5304/SS316

Metal Parts: SS304/SS316

2L

TR IR : A 2 /B b/ Bkl
FrILIrumE . SEfLER/BRILRE/BRILES
HEETEH: THEER/ZTCHRE/FBRER
e 5S304/SS316

&BEBMH: SS304/SS316

Operation Parameters
Pressure: < 1.0 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s

BT

EAH: < 1.0MPa Mediums: oil, water, sev
iBE: -20~120°C paper pulp and othe
ZiEE: <10m/s BAMR: B, K FK

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vacuum Pumps - Kk R. BiER. BEEZRABRKKLENNZH

MGI12 (G13) & U4801G12 (13)
Mechanlcal Seal for
er Pumps, Submerged
Viofors, and Piping Pumps

Gl12 (G13) & U4801G12 (13)2!
pam B_‘I :':\

Kin £
Ural Features: single end, unbalanced, fixed direction
ilion, rubber bellow fransmission mechanical seal.
edl component has a compact structure and good
ompatibility and it is easy to install. The bellow and the spring
provide pressure compensation to the sealing faces. The
rubber bellow design can prevent radial runout so the
floatability of the rotary ring is increased.

SN RinE. FEHE. BERER. BRRAEES. S
‘%‘/é FEMRE, REFHE. RUESHERMBENIMEERH

mEMSEMEE, RAEMMEMMNZENE, RS TR
il:ﬁil'l‘io

Standards: DIN24250, ISO3069, GB6556, EN12756
FratRfE: DIN24250, 1ISO3069, GB6556, EN12756

Scopes of Application: widely used in water pumps,

piping pumps, sewage pumps, immersible motors, vacuum
equipment and other rotary devices for sewage teartment,
city water supply, chemical engineering, phamcy, food
processing, and paper making.

RIS ZRATFISkEE, B, k. I, B,
B ERETME. TREKR. EER. B5AR. HkEHl.
HTRESRBRERE.

Inner Diameter: 10 mm fo 110 mm
MHSEE: 10mm-110mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al2O3/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: SS304/SS316

Metal Parts: SS304/SS316

L

HEREIRGRME . A2/ BRILEE/ LS
bR . SR/ AL RE/ il
WEVEE: THRBR/ =T ZEER/FIRER
388§ 5S304/SS316

EBERH: SS304/SS316

Operation Parameters
Pressure: < 1.0 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s

ETSH

EA: <1.0MPa Mediums: oil, water, sewagd
mE: -20~120°C paper pulp and other w:
ZiEE: <10m/s BAME: B, K Bk B

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Vaccum Pumps - &7k R. BiER. EER BB KBV Z

MG1, MG12, and MG 13 Mechanical Seal Dimension Chart
- MG1, MG12, and MG 13Z!H i Z R~ X%

460

. __\ B /'<,
d
D15
D
D14

% 3 - 5 ._
SO0 . -
| B j\
LICGD s G
LICGID) L4
LBCGR)
imensions d D D14 D15 D2 D3 L1 L12 L13 L2 L3 L4 L5
Shaft Sizes hé6 H8 H8 H11 +05 | =05 | £05
14 14 25 24.6 20.5 28.5 30.0 17.0 28.4 334 6.6 4.5 6.5 5.6
16 16 27 28.0 22.0 28.5 30.0 17.0 28.4 334 6.6 4.5 8.5 7.5
18 18 33 30.0 24.0 32.0 33.0 19.5 30.0 37.5 75 6.0 9.0 8.0
20 20 35 35.0 29.5 37.0 38.0 215 30.0 375 7.5 6.5 8.5 7.5
22 22 37 35.0 29.5 37.0 38.0 21.5 30.0 37.5 7.5 6.5 8.5 1.5
24 ‘24 39 38.0 32.0 425 44.0 225 325 425 7:5 6.5 8.5 75
25 25 40 38.0 32.0 42.5 44.0 23.0 325 425 75 6.5 8.5 75
28 28 43 42.0 36.0 49.0 50.0 26.5 35.0 42.5 75 65 10.0 9.0
30 30 45 45.0 39.2 49.0 50.0 26.5 35.0 425 75 6.5 115 10.5
32 32 48 48.0 422 535 55.0 275 35.0 47.5 75 6.5 11.5 10.5
33 33 48 50.0 442 53.5 55.0 27.5 35.0 47.5 1.5 6.5 12.0 11.0
35 35 50 52.0 46.2 57.0 59.0 28.5 35.0 47.5 1.5 6.5 12.0 11.0
38 38 56 55.0 49.2 59.0 61.0 30.0 36.0 46.0 9.0 ‘1.5 1.3 10.3
40 40 58 58.0 522 62.0 64.0 30.0 36.0 46.0 9.0 75 11.8 10.8
43 43 61 62.0 533 65.5 67.0 30.0 36.0 51.0 9.0 8.0 13.2 12.0
45 45 63 64.0 553 68.0 70.0 30.0 36.0 51.0 9.0 8.0 12.8 11.6
48 48 66 68.4 59.7 70.5 74.0 30.5 36.0 51.0 9.0 8.0 12.8 11.6
50 50 70 69.3 60.8 74.0 77.0 30.5 38.0 50.5 9.5 8.0 12.8 11.6
53 53 73 723 63.8 78.5 81.0 33.0 36.5 59.0 11.0 8.0 13.5 12.3
55 55 75 75.4 66.5 81.0 83.0 35.0 36.5 59.0 11.0 8.0 14.5 13.3
58 58 78 78.4 69.5 85.5 88.0 37.0 41.5 59.0 11.0 8.0 14.5 13.3
60 60 80 80.4 T1S 88.5 91.0 38.0 41.5 59.0 11.0 8.0 14.5 13.3
65 65 85 85.4 76.5 93.5 96.0 40.0 41.5 69.0 11.0 8.0 142 13.0
70 70 92 92.0 83.0 99.5 103.0 40.0 48.7 68.7 113 95 14.2 13.0
75 75 97 99.0 90.2 107.0 | 110.0 40.0 48.7 68.7 1.3 95 15.2 14.0
80 80 105 104.0 95.2 112.0 | 116.0 40.0 48.0 78.0 12.0 10.0 16.2 15.0
85 85 110 109.0 | 100.2 | 120.0 | 124.0 | 41.0 46.0 76.0 14.0 10.0 16.0 14.8
90 90 115 114.0 | 105.2 | 127.0 | 131.0 | 45.0 51.0 76.0 14.0 10.0 16.0 14.8
95 95 120 120.3 111.6 | 132.0 | 136.0 46.0 51.0 76.0 14.0 11.0 17.0 15.8
100 100 125 123.3 | 114.5 | 137.0 | 141.0 47.0 51.0 76.0 14.0 11.0 17.0 15.8

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Screw Pumps - &K R. EiHER. BHRHGRELENRZEH

YL MG9 Mechanical Seal for
Clean Water Pumps, Circulating
mps and Vacuum Pumps

]
GO EUHL M 25 £
ol Features: single end, unbalanced, independent
of rotation, rubber bellow transmission. This
ent has a compact structure with good compatibility
sy installation. The bellow and the spring provide
compensation to the sealing faces. The rubber
design can prevent radial runout so the floatability of
dtary ring is increased.
PR BiINE. FPEE. EERER. BREAEED.
EMRE, REMRE, REARE. RUESEFREENIMEE
ZIHImEWSEMES, KOERIMEMEZER D, RS THH
RpER i

Standards: DIN24250, ISO3069, GB6556, EN12756
&R DIN24250, ISO3069, GB6556, EN12756

Scopes of Application: widely used in centrifugal pumps,
piping pumps, sewage pumps, immersible motors, piping
pumps, screw pumps, vacuum equipment and other rotary
devices for sewage treatment, city water supply, chemical
engineering, phamacy, food processing, and paper making.
RIS : [z AFiSKAE,. HEL. #Hk. LI %,
B, BERETE. ARFKR. BER. BFR. 5KER.
HkEll. ETRESRERERE.

Inner Diameter: 10 mm fto 100 mm
MABSEE: 10 mm - 100 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: SS304/SS316

Metal Parts: S5304/SS316

ZEE]

WEREIR ORI . A2 /B ibiE/ Bl
EpILIRERME: SALR/BRALRE/RRILES
WHZEH:. THEER/ZTCHR/FBRER
3EE. SS5304/SS316

£BEBMH: SS304/SS316

Operation Parameters
Pressure: < 0.8 MPa
Temperature: - 20 ~ 90 °C
Linear Speed: < 10 m/s
ETS5H

EH: <08 MPa

BE: -20~90°C

ZIEE: < 10m/s

Mediums: oil, water, sswage, food and beverage,
paper pulp and other weak-corrosion content.
BEBAMR: W, K 5K B KRESHEFRENR.

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping / Screw Pumps - EKR. EiER. BHRABRKKSLEVMNZH

YL MG9 Mechanical Seal Dimension Chart - YL MGOZIH #2251 R ~F X B &

Iy MG910/d1 - G50 AB
l15£004” MG901/d1 - G55 C
I MG913/d1 - G60 A

li5*08 MG920/d1 - G50 AB

l*' MG912/dt - G6O A
114005 MG921/d1 - 655 C

S o~
| - [8
= 1
d dg d7 dy dig dy dp W Ik N LS Is g k7 ls In
10 17 21 110 2460 196 130 530 325 40 340 15 4 75 66 90
12 19 23 135 2780 216 150 530 325 40 340 15 4 75 66 90
14 21 25 170 3095 240 180 545 350 40 355 15 4 90 66 105
15 - - 170 3095 250 190 545 - - 355 - - 90 - 105
1 23 271 170 3095 265 200 545 350 40 355 15 4 90 66 105
18 27 33 200 3415 200 20 545 375 45 35 20 5 90 75 105
20 29 3B 215 3570 35 245 545 375 45 35 20 5 90 75 105
2 31 37 230 3730 3BO 270 545 35 45 35 20 5 90 75 105
24 33 39 265 405 370 2200 545 400 50 355 20 5 90 75 105
25 34 40 265 405 380 300 545 400 S0 355 20 5 90 75 105
28 371 43 205 4765 410 340 720 425 50 450 20 5 105 75 120
30 39 45 325 5080 430 360 720 425 S0 450 20 5 105 75 120
32 42 48 35 5080 450 380 720 425 55 450 20 S5 105 75 120
33 42 48 b5 5400 460 390 720 425 55 450 20 5 105 75 120
35 4 50 365 5400 480 410 720 425 55 450 20 5 105 75 120
3 49 56 395 5715 525 445 720 450 55 450 20 6 105 90 120
40 51 58 425 6035 555 475 720 450 55 450 20 6 105 90 120
43 54 61 460 6350 585 505 830 450 60 530 20 6 105 90 120
45 56 63 460 6350 605 525 830 450 60 530 20 6 105 90 120
48 59 66 490 6670 640 560 830 450 60 530 20 6 105 90 120
5 62 70 520 698 660 S80 845 475 60 545 25 6 120 95 135
53 65 73 555 7305 690 610 845 475 70 545 25 6 120 110 135
55 67 75 585 7620 710 630 845 475 70 545 25 6 120 110 135
58 70 78 615 7940 760 660 845 525 70 545 25 6 120 110 135
60 72 80 615 7940 780 680 845 525 70 545 25 6 120 110 135
63 75 8 650 8255 820 7S5 845 525 70 545 25 6 120 110 135
65 77 8 680 9210 840 735 80 525 80 650 25 6 145 110 160
68 81 9 710 9525 870 765 80 525 80 650 25 7 145 113 160
70 83 9 710 9525 890 790 80 600 8 650 25 7 145 113 160
75 88 97 775 10160 950 850 890 600 8 680 25 7 145 13 160
80 95 105 840 11430 1015 915 990 600 90 760 30 7 185 120 200
8 100 110 870 11750 1070 970 990 600 90 760 30 7 185 140 200
9 105 115 935 12385 1115 1030 1030 650 90 790 30 7 185 140 200
95 10 120 95 12700 1175 1080 1030 650 90 790 30 7 185 140 200
100 115 125 1030 13335 125 1140 1060 650 90 820 30 7 185 140 200

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Water / Piping Pumps - i57kR. EiERBABRRKEULEVMZE

301 (BT-AR) Mechanical Seal
for Piping Pumps and Clean
Water Pumps

301 (BT-AR) B4 i 2 £

Structural Features: single end, unbalanced, independent
direction of rotation, rubber bellow transmission mechanical
seal. This component seal has a compact structure and good
compatibility and it is easy to install. The bellow and the spring
provide pressure compensation to the sealing faces. The

bber bellow design can prevent radial runout so the

atability of the rotary ring is increased.

QS BiNE. FEEE. EEER. BREAEE. 418
REMRE, REAE. RUESREREENIMEER R
:.Ehu%&.. BYERMEMBZm SN, RS TIHEE,

dards: DIN24250
~AE: DIN24250

ppes of Application: designed for water pumps, piping

mps, submerged agitators, temperature control pumps and
other rotary devices for sewage treatment, food processing.
water supply and other civilian usages. This component can
work as an alternative fo Burgmann BT-AR.

BRGHE: IMzMATFEKLE. &R HibkERBSE.
AREIEAR. EiER. BHkEES BRERFRBREEE.

Inner Diameter: 6 mm fo 60 mm
MIESEE: 6 mm to 60 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/Viton/EPDM
Springs: $S304/SS316

Metal Parts: $5304/SS316

¥

FEASIRIMIE . A2 /Rl iE/fRIbES
BLInE . SR/ RAbRE/ il
HEMZEH: TEER/ABR/=ZTZHEBER
3EE. SS5304/SS316

£BEBM: SS304/5S316

Operation Parameters
Pressure: < 0.6 MPa
Temperature: - 20 ~ 100 °C
Linear Speed: < 10 m/s
ETSH

EA: < 0.6MPa

iBE: -20~100°C

LIEE: < 10m/s

Mediums: oil, water, and week corrosive mediums.
BEAMNR: K. HNSFEHREN R,

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Screw Pumps / L T&R. BHFRABEXVWZE

104 Mechanical Seal for
Chemical Centrifugal Pumps,
Screw Pumps, and Sewage

Pumps
1042 Z £

Structural Features: single end, single spring, unbalanced,
Lhdependent direction of rotation, lug transmission.
component has chemical resistance, a simple structure
ghigh reliability.

A BummE, %, EFHE, LEED. SHES,
GRS, ReiRE, WEihaENE, FHiK.

pes of Application: designed for chemical pumps, screw
ps, oil pumps, and paper making equipment, mainly used

SRS CERATAR. KT, KTER. kLB, LasF,
TRLTER. BFR. BER EREELEEEERE,

Inner Diameter: 16 mm fo 120 mm
MAESEE: 16 mm - 120 mm

Materials

Rotary Ring Face: SIC/TC

Stationary Ring Face: Carbon/SIiC/TC
Elastomers: NBR/EPDM/Viton/PTFE
Springs: $S5304/SS316

Metal Parts: SS304/SS316/SS316L

e

WEREIRGRM . MRlb /B LS
FRILIRURM: A2/ MR EE/mRiLEs
WENEE: THRBE/ZTZAR/FBER/BRERZE
8. S5304/SS316

EBERME: 4105/S5304/55316/SS316L

Operation Parameters
Pressure: < 0.8 MPa
Temperature: - 20 ~ 150 °C
Linear Speed: < 15m/s
BITSH

EA: <0.8MPa
BE: -20~150°C
ZIEE: < 15m/s

Mediums: oil, water, amorphism acid. alkali,
salt, and organic solvents. _

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Screw Pumps / L T&R. BHFRABEXVWZE

104 Mechanical Seal Dimension Chart - 1048 {14 23 R~ BB &

/
: !
B & = >\ - = - - \< = =
- 3 )
, gl et
T 5=
= — = 1
=
Lt
L2
|
L
Dimensions d D D1 D2 D3 L L1 L2 do
Shaft Sizes hé HS8 H11

16 16 33 25.5 33 36 53 37 49 3
18 18 36 28.5 35 38 56 40 52 3
20 20 40 30.5 37 40 59 40 54 3
22 22 42 32.5 39 42 62 43 57 3
25 25 45 35.3 42 45 62 43 57 3
28 28 48 38.5 45 48 63 44 58 3
30 30 50 40.5 52 55 68 49 63 3
35 35 55 45.5 57 60 70 S 65 3
40 40 60 50.5 62 65 73 54 68 4
45 45 65 59:5 67 70 79 60 74 4
50 50 70 60.5 72 75 82 63 17 4
55 53 75 65.5 47 80 84 65 79 4
60 60 80 70.5 82 85 84 65 79 4
65 65 90 80.5 92 95 96 74 91 4
70 70 97 85.5 97 100 101 76 95 4
75 75 102 90.5 102 105 101 76 95 4
80 80 107 95.5 107 110 106 81 100 4
85 85 112 100.5 112 115 107 82 101 4
90 90 117 105.5 117 120 108 83 102 4
95 95 122 110.5 122 125 108 83 102 -
100 100 127 115.5 127 130 " 108 83 102 4
110 110 142 130.5 141 145 132 105 126 5
120 120 152 140.5 151 IS5 132 105 126 5

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical Pumps / Water Pumps / Vacuum Pumps - 1L T3R. EKE. E=RBAEERNMZEH

527 Mechanical Seals
for Chemical Pumps,
Water Pumps and Vacuum
Pumps

O
527 BUHL M E
Structural Features: single end, multi springs, unbalanced,
independent rotary direction, lug fransmission. The transmission
is simple and reliable. This seal component has a simple structurer
with wide applications and is stable with great performance.

B R RinE, £HE, EFHE, EEKEE, BEffsh. SHER,
FSEES, MHRERERSE, ERAMEE.

dards: ISO3069, GB6556, DIN24960
#rfE: 1503069, GB6556, DIN24960

bes of Application: oil industry, chemical engineering,
ical fiber, chemical liquid transportation and water
htment. Specifically designed for chemical pumps, water
mps, vacuum pumps, piping pumps and other rotary

N Fﬁ“ﬁiiﬁ [MZMAFARB. LI, LIEH. KL=, LFETE.
ARMIR. HAR. HER BERFREREEER.

Inner Diameter: 18 mm fo 120 mm
MAGSEE: 18- 120 mm

Materials

Rotary Ring Face: Carbon/SIC/TC

Stationary Ring Face: Al203/SIC/TC

Elastomers: NBR/EPDM/Viton/Aflas/PTFE/FFKM
Springs: SS304/SS316/HC-276

Metal Parts: 410S/SS304/SS316/SS316L/Hastelloy
s

WEFEIR IR . A2 /B iLEE/BRiLEs

BpLImmE . SR/ RibRE/ il N
BWENEE: THRRE/ =T ZREE/ SRR/ Aflas/ 5 M
£ FEMR AR

38 SS304/SS316/HC-276

EEEBH: 4105/55304/S5316/SS316L/IREE

Operation Parameters
Pressure: < 0.8 MPa
Temperature: - 20 ~ 150 °C
Linear Speed: < 15m/s
—I—%&

E#: <0.8MPa

RBE: -20~150°C

ZKIEE: < 15m/s

Mediums: oil, water, amorphism acid. alkall, salt,

and organic solvents.
ERAMR: k. . SRR W RENERZ.

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical Pumps / Water Pumps / Vacuum Pumps - 1L T3R. FKE. ESRBAEERNMZEH

527 Mechanical Seal Dimension Chart - 527 2!l 23 R ~F X BB %

D3
02
d
I

|

I

>N

D1
)

4]

L2
L
Dimensions d D DI D2 D3 E L1 L2 do
Shaft Sizes hé H8 HI11

18 18 33 27 32 34 38 21.0 31 3
20 20 35 29 34 36 38 21.0 31 3
22 22 37 31l 36 38 38 21.0 31 3
24 24 39 33 38 40 41 24.0 34 3
25 25 40 34 39 41 41 24.0 34 3
28 28 43 3 42 44 41 24.0 34 3
30 30 45 39 44 46 42 25.0 35 3
32 32 48 42 46 48 42 25.0 35 3
33 33 48 42 47 49 42 25.0 35 3
35 35 50 44 49 51 42 25.0 35 3
38 38 56 49 54 58 46 28.0 39 4
40 40 58 51 56 60 46 28.0 39 4
43 43 61 54 59 63 46 28.0 39 4
45 45 63 56 61 65 46 28.0 39 4
48 48 66 59 64 68 46 28.0 39 4
50 50 70 62 66 70 48 28.0 41 4
53 53 73 65 69 73 48 28.0 41 4
55 55 75 67 7 75 48 28.0 41 4
58 58 78 70 78 83 49 29.0 42 4
60 60 80 72 80 85 49 29.0 42 4
63 63 83 75 83 88 52 32.0 45 4
65 65 85 7 85 90 52 32.0 45 4
68 68 90 81 88 93 55 32.7 48 4
70 70 92 83 90 95 55 32.7 48 4
75 75 97 88 99 104 59 36.7 52 4
80 80 105 95 104 109 59 36.3 52 4
85 85 110 100 109 114 59 36.3 52 4
90 90 115 105 14 119 62 39.3 55 4
95 95 120 110 19 124 62 39.3 55 4
100 100 125 115 24 129 62 39.3 55 4
105 105 130 120 133 139 7 47.0 67 5
110 110 136 125 138 144 77 47.0 67 S
115 115 141 130 143 149 744 47.0 67 5
120 120 146 135 148 154 77 47.0 67 5
125 125 152 141 153 159 7 47.0 67 5
130 130 158 146 159 165 77 47.0 67 5
135 135 163 151 164 170 77 47.0 67 5
140 140 173 161 172 180 77 47.0 67 5
145 145 178 166 177 185 77 47.0 67 5
150 150 183 171 182 190 79 47.0 69 5
155 155 188 176 187 195 90 56.0 80 5
160 160 193 181 193 200 90 56.0 80 5
165 165 198 186 198 205 90 56.0 80 5
170 170 203 191 207 215 90 56.0 80 5
175 175 213 201 212 220 90 56.0 80 5
180 180 218 206 217 225 94 56.0 4 5
185 185 223 211 222 230 94 56.0 4 5
190 190 228 216 227 235 94 56.0 4 5
195 195 233 221 232 240 94 56.0 84 5
200 200 238 226 240 250 94 56.0 84 5

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping/ Double Sunction Pumps - ik R. EiER. WREFASEEXNMZEH

M3 Mechanical

Seal for Clean Water Pumps,
Circulating Pumps and
Vacuum Pumps

M3 B4 75 £

Structural Features: single end, unbalanced, conical spring,
dependent direction of rotation, spring transmission. This
seal component has a simple structure, high compatibility
and stable performance with great spring compenstation.
BT S BunmE, HEHE, ETEHE, ROEE, $EE.
iafE g, ERAEE, HREfRE, BEMEEE K.

dards: ISO3069, GB6556, DIN24960
R 1ISO3069, GB6556, DIN24960

opes of Application: widely used in chemical centrifugal

ps. clean water pumps, sewage pumps, temperature

frol pumps, submerged pumps, and heat-transfer oil

mps. Mainly used in oil refining, chemical engineering,
emical product transportation, water treatment and
chemical fiber industry, This product can be an alternative

to similar products from EG&G SEAL OL, Flexibox and Roten.
MASE: NzZNBTFAR. LI, kIiEH. KO, LFEamE.
AIEMLIR. BKR. TR, WREER. BKR. BEREEE
BERE.

Inner Diameter: 8 mm fo 100 mm
MAGSEE: 8 mm - 100 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Carbon/SiC/TC
Elastomers: NBR/Viton/EPDM/PTFE/FFKM
Springs: S5304/SS316

Metal Parts: 410S/SS304/SS316/SS316L
2L

MEReIRumME . A B /B ILRE/ LSS
BEIRE: A E/mLRE/Biks
WENEE: THER/AER/ZTZRBKR/ERLRZT
3 55304/SS316

EBEBHF: 4105/5S5304/SS316/SS316L

Operation Parameters
Pressure: < 1.0 MPa
Temperature: - 20 ~ 180 °C
Linear Speed: < 10 m/s
ET5H

E#: <1.0MPa

RE: -20~180°C

ZiEE: < 10m/s

Mediums: oil, water, amorphism acid, alkali, salt,
and organic solvents.

EAMNE: k. . FERER. B, BENERE.

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Clean Water / Piping/ Double Sunction Pumps - &k R. BiER. WRRAHEXVNHZE

M3 Mechanical Seal Dimension Chart - M3 H1# 225t R ~F xR &R

D3
D2
d
AT

|

|

|

|

|

|
D1
D

<
-
=

K L1
L2
|
L
Dimensions d D DI D2 D3 J 17 L1 12, do K
Shaft Sizes h6 H8 H1l
18 18 33 27 31 37 37.5 18.0 29.5 3 9
20 20 35 29 34 39 38.5 19.0 30.5 3 9
22 22 37 31 36 41 40.0 20.5 32.0 3 9
24 24 39 33 38 43 41.5 22.0 335 3 9
25 25 40 34 39 45 43.0 23.5 35.0 3 9
28 28 43 31 42 47 44.0 24.5 36.0 3 9
30 30 45 39 44 49 44.0 24.5 36.0 3 9
33 33 48 42 47 al 47.5 28.0 39.5 3 9
35 = 35 50 44 49 54 47.5 28.0 39.5 3 9
38 38 56 49 54 59 53.0 31.0 45.0 4 9
40 40 58 51 56 61 56.0 34.0 48.0 4 9
43 43 61 54 59 65 57.0 35.0 49.0 4 9
45 45 63 56 61 66 58.5 36.5 50.5 4 9
48 48 66 59 64 69 64.0 42.0 56.0 4 9
50 50 70 62 66 71 66.0 43.0 58.0 4 9
53 58 73 65 69 75 70.0 47.0 62.0 4 9
53 55 75 67 71 76 70.0 47.0 62.0 4 9
58 58 78 70 78 83 73.0 50.0 65.0 4 9
60 60 80 72 79 85 74.0 51.0 66.0 4 9
65 65 85 T 85 90 75.0 52.0 67.0 4 9
70 70 92 83 90 95 80.0 54.0 72.0 4 10
75 15 97 88 98 105 80.0 54.0 72.0 4 10
80 - 80 105 95 103 109 84.0 58.0 76.0 4 10
85 85 110 100 108 114 87.5 61.5 81.0 4 10
90 90 115 105 113 119 87.5 61.5 81.0 4 10

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Water / Double Suction Pumps - 1t T3R. &7K3R. WRERE B EER M ZE

M7N, AKA M74 Mechanical
Seal for Chemical Pumps,
KSB/Kaiquan Water Pumps
and Double Suction Pumps
M7N (M74) B L% £

Structural Features: single end, wave spring (M7N), multi springs (M74),
unbalanced, independent direction of rotation, lug transmission. M7N has a
simple way of fransmission and good compatibility; the wave spring structure
ows fransferring particulate, crystalized and high viscosity content. M74 also
5 a simple way of transmission and the compensation components are
assembled; it is easy to install and has good compensation. The load on
eal faces are balanced and the sealing performance is stable

eliable,

R ORuGE, REEE (M7N) |, B#E (M74) , EFHE, EEEE, B
R ANERERIE, iR, BREESEH (MIN) RiIFMESHR. %8,
fE, MArz. SREHRE (M74) , WEATNS, REEHS, ARHE,
tRETR R AT §E.

dards: 1SO3069, GB6556, DIN24940
FE R 1ISO3069, GB6556, DIN24960

copes of Application: widely used in chemical processing, oil refining,
petrochemical engineering, sewage treatment, pharmacy and food production.
Designed for chemical pumps, water pumps, screw pumps, sewage pumps,
double sunction pumps, paper making equipment and other rotary devices.

FASE: IMZRATFRIRE. Gl Ak, SkmE. S5, 5
ARKIR. HKE. EHE B5ARE. RREMERESEHLbiE

Inner Diameter: 20 mm to 300 mm
HMIESERE: 20 mm - 300 mm

Materials

Rotary Ring Face: SIC/TC

Stationary Ring Face: Carbon/SiC/TC
Elastomers: NBR/EPDM/Viton/FFKM

Springs: $5304/SS316/PH17-4/HC-276

Metal Parts: 4105/55304/55316/SS316L/Hastelloy
L7

WEREIRIME . Wil RE/PRILES

BRLFmE : A8/ RRibRE/BLss

WANEH . TRBE/Z T TR/ RIS/ & FUBRAR
S8E: 5S304/SS316/PH17-4/HC-276

SRR 410S/S5304/S5316/SS316L/MBKEE

Operation Parameters
Pressure: < 1.6 MPa
Temperature: - 40 ~ 200 °C
Linear Speed: < 20 m/s
BITBH

Eh: < 1.6MPa

BB -40~200°C

ZiRE: <20m/s

Mediums: oil, water, acid, alkali, organic solvents and subjects that

are easy to be crystallized or have granules and high viscosity.
BAMR: k. A B B BIERNE, LAFSLETN. S8, k

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Water / Double Suction Pumps - L T&R. &EKER. WRER B @EXHWZE

M7N (M74) Mechanical Seal Dimension Chart - M7N (M74) 2! HLi & R~ 3 BB %

D3
02
d
|

1

|

1

|

1

|

1

|

1

|

|

1
D1
D

L2
L
imensions| d D DI D2 D3 T L1 L2 do
Shaft Sizes : h6 H8 HII

18 18 33.0 27.0 33 37 4355 26.0 300 3
20 20 35.0 29.0 33 39 4353 26.0 375 3
22 20 37.0 31.0 37 41 45.5 26.0 37.5 3
24 24 39.0 33.0 39 43 48.0 28.5 40.0 3
20 25 40.0 34.0 40 45 48.0 28.3 40.0 3
28 28 43.0 37.0 43 47 50.5 31.0 2: 3
30 30 45.0 39.0 43 49 50.5 31.0 2.5 3
33 33 48.0 42.0 48 51 50.5 31.0 25 3
35 33 50.0 44.0 50 54 50.5 31.0 2 3
38 38 56.0 49.0 33 39 33.0 31.0 43.0 g
40 40 38.0 31.0 57 61 33.0 31.0 45.0 4
43 43 61.0 54.0 60 65 53.0 31.0 45.0 4
43 43 63.0 56.0 62 66 53.0 31.0 45.0 4
43 48 66.0 59.0 65 69 53.0 31.0 5.0
-50 50 70.0 62.0 67 71 55:5 32:5 15

33 33 73.0 65.0 70 75 909 32.5 7D

55 535 75.0 67.0 72 76 355 323 47.3 4
38 38 78.0 70.0 79 83 60.5 375 52.5 4
60 60 80.0 72.0 81 85 60.5 37.5 52.5 4
65 63 85.0 77.0 86 95 60.5 37.5 325 4
70 70 92.0 83.0 91 935 68.0 42.0 60.0 4
75 75 97.0 88.0 99 103 68.0 42.0 60.0

80 ) 103.0 95.0 104 109 68.0 418 60.0

85 83 110.0 100.0 109 114 68.0 471, 60.0

90 90 113.0 105.0 114 119 73.0 46. 63.0 1
93 93 120.0 110.0 119 124 73.0 47. 63.0 4
100 100 125.0 115.0 124 129 73.0 47. 65.0 4
103 105 1343 1222 138 144 771.0 47.0 67.0 5
110 110 140.3 1282 143 149 77.0 47.0 67.0 5
1135 1135 1483 136.2 148 154 77.0 7.0 67.0 5
120 120 150.3 138.2 133 159 71.0 7.0 67.0 S
125 125 1543 1422 158 164 77.0 47.0 67.0 5
30 30 3 46.2 63 69 77.0 7.0 67.0 5
33 35 64.3 52.2 68 74 77.0 7.0 67.0 5
40 40 68.3 56.2 73 1 77.0 7.0 67.0 5
145 145 1133 161.2 78 6 77.0 47.0 67.0 S
130 150 80.3 68.2 83 1 79.0 47.0 69.0 5
1335 1335 853 73.2 91 99 90.0 56.0 80.0 3
160 160 90.3 78.2 96 04 90.0 56.0 80.0 3
163 163 195.3 183.2 201 209 90.0 36.0 80.0 5
170 170 200.3 188.2 206 214 90.0 36.0 80.0 35
175 175 2053 193.2 211 219 90.0 56.0 80.0 5
180 180 2193 207.5 216 224 94.0 56.0 84.0 5
183 183 2243 212.5 221 229 94.0 56.0 4.0 3
190 190 229.3 217.5 226 234 94.0 56.0 .0 D
195 193 2343 222.5 231 239 94.0 56.0 .0 5
200 200 2393 2275 236 244 94.0 56.0 .0 35

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical Pumps / Water Pumps / Compressors - {L TR, i&KR. EHIAREXVMZE

58U, AKA 59U Mechanical
Seals for Chemical Centrifugal
Pumps, Vacuum Pumps,
Compressors and Reaction
Kettles

58U (59U) B L% £

Structural Features: single end, multi springs, unbalanced, independent
ptary direction, bolt and lug combined transmission. The transmission is
ple and reliable. The compensation components are pre-assembled
easy installation and good compensation. The load on the sealing

s are balanced. The seal component is easy to adjust and the
rmance is reliable and stable.

s RinmE. 3. FFEER. EEER. BTOEASED. &
jEF R, IMETHRARTER. BTRE, MBI, mE AR,

j 5. AEAE. THRERSE EREE, EAEE. .

fards: ISO3069, GB6556, DIN24960, EN12756
AR 1SO3069, GB6556, DIN24960, EN12756

Scopes of Application: oil industry, chemical engineering, chemical fiber,
ood processing, phamarcy, paper pulp and environmental protection
industry. Designed for chemical pumps, water pumps, piping pumps,
screw pumps, compressors and other rotary devices.

MRS IMZEAFAB. LI, kEF. AR BEH. KR FREHE.
AIRMIR, HKR BER. SR EFNSRERERE.

Inner Diameter: 14 mm to 100 mm
HMIESEE: 14- 100 mm

Materials

Rotary Ring Face: Carbon/SIC/TC

Stationary Ring Face: Al203/SIC/TC

Elastomers: NBR/EPDM/Viton/PTFE/FFKM

Springs: $5304/88316/HC-276

Metal Parts: SS304/5S316/SS316L/Hastelloy

R

TERCIRumE . 2B /BRILRE/BRLES

BRI SR/ ILRE/ BRI N
WETEH: TRBE/ZTZAER/ ISR/ RER TG
3% SS304/SS316/HC-276

EBERF: SS304/SS316/SS316L/MEREE

Operation Parameters
Pressure: < 1.2 MPa

Temperature: - 40 ~ 200 °C
Linear Speed: < 25 m/s
—I'-%&

EH: <1.2MPa

mE: -40~200°C

LZIRE: <25m/s

Mediums: oil, water, amorphism acid. alkali, salt,
and organic solvents.
BAMR: K. B, FHERERER. @ BENETE.

Lond]ine: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical Pumps / Water Pumps / Compressors - {L TR, i&KR. EHIAREXVMZE

58U (59U) Mechanical Seal Dimension Chart
- 58U (59U) B % 21 R~ XfRR R

YL9U 5

D3

D2

d
/\<>

| <7

| o ]

Z [_ T

YL8U /i___ = _@_ ____‘

L1
L2
L
Dimensions d D D1 D2 D3 I i Bl 12 do
Shaft Sizes hé HS8 HI11

20 20 35 29 34 36 45 24.0 37:5 3
22 22 3 31 36 38 45 24.0 375 3
24 24 39 33 38 40 47 26.7 40.0 3
25 25 40 34 39 41 47 27.0 40.0 3
28 28 43 37 42 44 50 30.0 42.5 3
30 30 45 39 44 46 50 30.5 42.5 3
32 32 48 42 46 48 50 30.5 42.5 3
33 33 48 42 47 49 50 30.5 42.5 3
35 35 50 44 49 51 50 30.5 42.5 3
38 38 56 49 54 58 52 32.0 45.0 4
40 40 - 58 51 56 60 52 32.0 45.0 4
43 43 61 54 59 63 52 32.0 45.0 4
45 45 63 56 61 65 52 32.0 45.0 4
48 48 66 59 64 68 52 32.0 45.0 4
50 50 70 62 66 70 55 34.0 47.5 4
53 53 73 65 69 73 S5 34.0 47.5 4
55 55 75 67 71 75 55 34.0 47.5 4
58 58 78 70 78 83 60 39.0 52:5 4
60 60 80 72 80 85 60 39.0 52.5 4
63 63 83 75 83 88 60 39.0 2.5 4
65 65 85 4 85 90 60 39.0 52.5 4
68 68 90 81 88 93 60 39.0 325 4
70 70 92 83 90 95 67 45.5 60.0 4
75 ) 97 88 95 104 67 45.5 60.0 4
80 80 105 95 104 109 67 45.0 60.0 4
85 85 110 100 109 114 67 45.0 60.0 4
90 90 115 105 114 119 72 50.0 65.0 4
95 95 120 110 119 124 72 50.0 65.0 4
100 100 125 115 124 129 72 50.0 65.0 4

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical Pumps / Water Pumps / Compressors - {L TR, i&KR. EHIAREXVMZE

58B AKA 59B Mechanical Seals
for Chemical Pumps, Water
Pumps, Compressors

58B (59B) Z {25 £

Structural Features: single end, multiple springs, balanced,
independent direction of rotation, bolt and lug combined
tfransmission. The way of transmission is simple and reliable.
The compensation components are pre-assembled and is
easy to install. The load to the seal faces are balanced. The
whole seal component is easy to adjust and the sealing
erformance is great and stable. Two 58B or 59B seals can
assembled with itself or each other working together as
ouble end sedl.

A BinE. SME. FEE EEKER. BFOEASED.
XERATE, METHERTE, ETRE ML,
RRs, REER, AEAE ZIHHERRETE, EA

. EHREEE,

Indards: ISO3069, GB6556, DIN24960, EN12756
SR 1ISO3069, GB6556, DIN24960, EN12756

Scopes of Application: widely used in chemical pumps, water
pumps, piping pumps, screw pumps and compressors for
chemical processing. oil refining., pefrochemical engineering,
chemical fiber, food processing. pharmacy, paper pulp and
environmental protection industries.

FRSHS: MzEATAMB. LI, KF. B8R B
ARIR. FkR EER. BER. ERUShE

Inner Diameter: 14 mm to 100 mm
MEEE: 14 mm -100 mm

Materials

Rotary Ring Face: Carbon/SIC/TC

Stationary Ring Face: Al203/SIC/TC

Elastomers: NBR/EPDM/Viton/PTFE/FFKM
Springs: S5304/SS316/HC-276

Metal Parts: 410S/SS304/SS316/SS316L/Hastelloy
L]

TEREIRmE . A B/l iE/ M iLs

B ILTRMTE: SILSR/BALRE/BRILES =
HWEVEH: THRER/ZTZAGE/ SRR/ RLORT R/
3% S5304/SS316/HC-276

SBERE: 4105/55304/SS316/SS316L/MEEREE

Operation Parameters
Pressure: < 4.0 MPa
Temperature: - 40 ~ 200 °C
Linear Speed: < 25 m/s Mediums: oil, water,
BEIT5H alkali, salt, and organi
EH: < 40MPa EAMR: k.
mE: -40~200°C . BIEHE,

LRIERE: <25m/s
I

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical Pumps / Water Pumps / Compressors - L TR, EKR. EHEVAEERVWZE

58B (59B) Mechanical Seal Dimension Chart - 58B (59B)E! L i 2 1 R~ 3B R

YL9B 5

RPN

03
D2
d1

imensions|  d dl D DI D2 D3 L L1 L2 L3 do
Shaft Sizes hé h6 H8 H11

20 20 24 35 29 38 40 525 | 31.5 | 45.0 | 25.0 3
22 22 26 37 31 40 42 525 | 31.5 || 450" || 250 3
24 24 28 39 33 42 44 545 | 342 | 475 | 275 3
25 25 30 40 34 44 46 545 | 345 | 475 | 275 3
28 28 33 43 37 47 49 57.0 | 37.5 | 50.0 | 30.0 3
30 30 35 45 39 49 51 57.0 | 38.0 | 50.0 | 30.0 3
32 L) 38 48 42 54 58 57.0 | 38.0 | 50.0 | 30.0 3
Sk 33 38 48 42 54 58 57.0 | 38.0 | 50.0 | 30.0 3
35 35 40 50 44 56 60 57.0 | 38.0 | 50.0 | 30.0 3
38 38 43 56 49 59 63 59:51 | 39:5 |1 5250 |29 4
40 40 45 58 51 61 65 59.5 | 395 | 525 | 29.5 4
43 - 43 48 61 54 64 68 595 | 395. | 525 | 29.5 4
45 45 50 63 56 66 70 59.5 | 39.5 | 525 | 29.5 4
48 48 3 66 59 69 73 595 | 395 | 525 [ 295 4
50 50 55 70 62 71 75 645 | 440 | 575 | 325 4
53 53 58 73 65 78 83 645 | 44.0 | 575 | 325 4
55 55 60 75 67 80 85 645 | 440 | 575 | 325 s
58 58 63 78 70 83 88 69.5 | 49.0 | 625 | 375 4
60 60 65 80 72 85 90 69.5 | 49.0 | 625 | 375 4
63 63 68 83 75 88 93 69.5 | 49.0 | 625 | 37.5 4
65 65 70 85 77 90 95 69.5 | 49.0 | 625 | 37.5 4
70 70 75 92 83 99 104 770 | 555 | 700 | 42.0 4
75 75 80 97 88 104 109 77.0 | 55.5 | 70.0 | 42.0 4
80 80 85 105 95 109 114 77.0 | 55.0 | 70.0 | 42.0 4
85 85 90 110 100 114 119 [ 82.0 | 60.0 | 75.0 | 47.0 4
90 90 95 115 105 119 124 82.0 | 60.0 | 75.0 | 47.0 4
95 95 100 120 110 124 129 82.0 | 60.0 | 75.0 | 47.0 4
100 100 105 125 115 129 134 82.0 | 600 | 750 | 470 | 4

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Oil Pumps and Compressors - (Lt TR. HR. EHIBEE KL ENMZE

JBMFO, AKA MFL85N or 680
Metal Bellow Mechanical Seal
680 (JBMFO/MFL85N)§2
ERIRUENWE

Structural Features: single end, bolanced, independent
direction of rotation, bellow transmission. The bellow provides
sealing faces with the closing force and also transmits the
torque. The O-ring does not have axial movements so it has
good tracing ability and strong capacity of resisting
disturbance. This seal component is easy to install and adjust
and has especially good performances of being used in
medium-and-low viscosity mediums.

SR RinE. FEE EEKER. RYEED, RYUERKRE
RIFEASS, NEEFBHEER, OREZEIELHEIES,
IBRETEYF, MTFIEENSE, REGB. REFE, LHESPEEE
TRPER.

Standards: DIN24960, ISO3069, GB6556, EN12756
TAMRE: DIN24960, ISO3069, GB6556, EN12756

Scopes of Application: widely used in petrochemical
engineering, oil refining, chemical processing, chemical fiber
manufacturing, food and beverage processing, pharmacy,
thermoelectricity and paper making. Designed for chemical
pumps, oil pumps, screw pumps, compressors and oil extraction
equipment.

B RS IMzEATAK. Kl I, d4. fRREZD. #A.,

ERETH. TEAIR. BR. BHFR. EHIN. 3

Inner Diameter: 25 mm to 100 mm
MIBSEE: 25- 100 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: SiIC/TC

Elastomers: NBR/EPDM/Viton/Aflas/FFKM
Springs: S5316/AM350/Inconel 718/HC-276
Metal Parts: SS316/SS316L/4J42/Hastelloy
2L

FESSIRIRTE . A2 /BRILRE/ LS
FRILIRumE . BRILRE/BRILES

BEVEL: THRBE/=TZRAKR/EBER/Aflas/ERE
. 55316/AM350/Inconel 718/HC-276
EREMHF: SS316/SS316L/4J42/IREE

Operation Parameters
Pressure: - 0.1 ~ 2.5 MPa
Temperature: - 40 ~ 200 °C
Linear Speed: < 15 m/s
ET5H

EA: -0.1~2.5MPa

mE: -40 ~200°C
ZiEE: <15m/s

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Oil Pumps and Compressors - (L TR. HR. EHBVBEBERAUENHZE

JBMFO (MFL85N/680) Mechanical Seal Dimension Chart
- 680 (JBMFO/MFL85N)E! ] 1 3% 1 R ~F XJ B

= &
Dimensions d D D1 D2 D3 15 L1 L2 do
shaft Sizes h6 H8 H11

25 25 40 34 39.6 o 48.0 28.5 40.0 3
28 28 43 37 42.8 47 50.5 31.0 425 3
30 30 45 39 45.0 49 50.5 31.0 425 3
33 38 48 42 48.0 52 50.5 31.0 425 3
35 35 50 44 49.2 54 50.5 31.0 425 3
38 38 56 49 523 57 53.0 31.0 45.0 4
40 40 58 51 555 60 53.0 31.0 45.0 4
43 - 43 61 54 S 62 53.0 31.0 45.0 -+
45 45 63 56 58.7 63 53.0 31.0 45.0 4
50 50 70 62 65.0 69 55.5 32.5 47.5 4
55 55 75 67 70.0 75 55.5 32.5 47.5 4
60 60 80 2 74.6 80 60.5 37.5 52.5 -+
65 65 85 77 84.1 90 60.5 37.5 S52.5 4
70 70 92 83 87.3 93 68.0 42.0 60.0 -
75 75 97 88 95.0 100 68.0 42.0 60.0 4
80 80 105 95 98.4 104 68.0 41.8 60.0 <
85 85 110 100 104.7 110 . 68.0 41.8 60.0 4
90 90 115 105 111.0 116 73.0 46.8 65.0 4
95 95 120 110 114.0 119 73.0 47.8 65.0 4
100 100 125 115 117.4 120 73.0 47.8 65.0 4

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Oil / Screw Pumps - Lt TR. HER. BHRAEERAENWZE

JBMFT/MFLWT80/609 Metal
Bellow Mechanical Seal
609 (JBMFT/MFLWTS80)Z!
EEIRLUEVIW £

Structural Features: single end, balanced, independent
direction of rotation, metal bellow, cartridge seal. The auxiliary
seal ring is made of expanded graphite, which is suitable for
complex operating conditions and mixed sealed mediums.
This seal component is easy to install and adjust and has
specifically great performance while used in medium-and-high
viscosity and high or low temperature content.

ZfEs: RinmE. FEHI ETEREBR. REEED., KLERE
REREAS N, XEEEHEER, ZEAEREATILRESR
BREMRMIR, B, T hE, RxEe. ABAE
AEBEEPEHE. BERMEERTRPER.

Standards: DIN24960, ISO3069, GB6556, EN12756
AR DIN24960, 1ISO3069, GB6556, EN12756

Inner Diameter: 25 mm fo 100 mm
HHESERE: 25- 100 mm

Materials

Rotary Ring Face: Carbon/SiC/TC
Stationary Ring Face: SiIC/TC
Elastomers: Expanded Graphite

Springs: AM350/Inconel 718/HC-276
Metal Parts: 410S/SS316L/4J42/Hastelloy

M

FEREIimmE . A2/ B LR/ iLEs
BpILIRuRm : RRILEE/BRILES

WENZE: FHRE

#WE: AM350/Inconel 718/HC-276
EBERME: 410S/SS316L/4J42/BREE

Scopes of Application: mainly used in chemical pum
pumps, screw pumps and oil exiraction equipment f
industries such as chemical engineering, oil refining, :
fiber, food processing, pharmacy, thermoelectricity, ar
paper making. )
FIRSE: MizEAFLAI. Kb, k4. am. EA.

EREME. TRAIR. BR. BHFR. RBEEE)
REERE.

Operation Parameters
Pressure: - 0.1 ~ 2.5 MPa
Temperature: - 75 ~ 400 “C
Linear Speed: <15m/s Mediums: o II
BITSH :

EA: -0.1~2.5MPa
RE: -75~400°C

ZEE: <15m/s '?Eﬁﬁﬁ’ﬁo

Lond]ine: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Chemical / Oil / Screw Pumps - Lt TR, HR. BHRBAEERYUEVWHEZH

609 (JBMFT/MFLWT80) Mechanical Seal Dimension Chart
- 609 (JBMFT/MFLWT80)EUHL i Z £ R ~F X BB &R

o —

|[‘U 1%
22

D3
D2
~<—
.
g
DI
D

L1
[2
L
Dimensions d D DI D2 D3 L L1 L2 do k
Shaft Sizes hé HS HI11

25 25 45.0 39.0 47 51 66.0 46.5 58.0 3 5
28 28 48.0 42.0 50 54 66.0 46.5 58.0 3 5
30 30 50.0 44.0 52 56 66.0 46.5 58.0 3 5
33 33 56.0 49.0 S5 59 68.5 46.5 60.5 3 5
35 35 58.0 51.0 57 61 68.5 46.5 60.5 3 5
38 38 61.0 54.0 60 64 68.5 46.5 60.5 4 5
40 40 63.0 56.0 66 70 69.5 47.5 61.5 + 6
43 . 43 66.0 59.0 69 13 69.5 47.5 61.5 4 6
45 45 70.0 62.0 71 73 70.5 47.5 62.5 - 6
50 50 75.0 67.0 76 80 70.5 47.5 62.5 + 6
535 55 80.0 72.0 81 86 70.5 47.5 62.5 4 6
60 60 85.0 77.0 87 92 76.0 53.0 68.0 4 6
65 65 92.0 83.0 92 97 79.0 53.0 71.0 4 6
70 70 97.0 88.0 97 102 79.0 53.0 71.0 4 6
75 75 105.0 95.0 102 107 79.0 52.8 71.0 4 6
80 80 110.0 100.0 107 112 79.0 52.8 71.0 - 6
85 85 115.0 105.0 112 117 79.0 52.8 71.0 4 6
90 90 120.0 110.0 117 122 1 79.0 53.8 71.0 - 6
95 95 125.0 115.0 122 127 79.0 53.8 71.0 4 6
100 100 134.3 122.2 127 132 84.0 54.0 74.0 4 6

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Paper-making Equipment - i& 4%1% & B AL 2 £

587-SP Mechanical Seals for
Paper-making Equipment and
ANDRITZ Paper Pulp Pumps
ANDRITZ4X 7% R F1587-SPZ!
U £

Structural Features: single-end, double balanced,
independent direction of rotation, wave spring with spring
protector. The still spring structure allows high speed
operating conditions. The spring is separated from the
sealed mediums so it will not be jammed. This seal
component has a simple structure and is easy to install
with stable performance.

SMNSS RinmE, REGEE, MERP, WEFEHE, FHiL
&K, (EEhEm, FREER, BERILE, TENRSEER,
BWELSNTREM, RREERGEE, S0EE <EEE,
IBITAI &2,

Standards: Specific Customization
HERE: B%EH

Scopes of Application: widely used in paper pulp
production, pharmacy, food processing, sewage treatment
and chemical processing. Designed for paper pulp pumps,
sewage pumps and chemical pumps.

MASE: MzZEAFHI. 54 ER Ak 5K
WEEGE. ARRER. S5KR. KIRFREERE
EE.

Inner Diameter: 38 mm, 48 mm, 53 mm, 65 mm, |
HBEE: 38 mm, 48 mm, 53 mm, 65 mm, 90 m

Materials

Rotary Ring Face: Carbon/SIiC/TC
Stationary Ring Face: SIC/TC
Elastomers: NBR/Viton/EPDM/Aflas
Springs: S5304/SS316/PH17-4

Metal Parts: SS304/SS316/SS316L
P

TR mE: A2/ BRibiE/miks
ERIbIfumm: RRICEE/BRiLEs
WEYEH: THEER/SBE/=TZHEKRER/Aflas
3% : S5304/SS316/PH17-4
SBERME: SS304/S5316/SS316L

Operation Parameters
Pressure: 0 ~ 2.5 MPa
Temperature: - 40 ~ 230 °C
Linear Speed: < 20 m/s

E1T5H

EAH: 0~2.5MPa Mediums: oil, water
BE: -40~230°C alkali and other solv:
RiEE: <20m/s ERMNR: B Kk

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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AK5M Mechanical Seal for
Paper-making Equipment and
other Industrial Pumps
AKSMEL L1 25 £

Structural Features: single-end, balanced, independent
direction of rotation, wave spring with spring protector.
The spring is separated from the sealed mediums so it will
not be jammed. This seal component has a simple structure
and is easy to install with stable performance.

St s RunmE, REEE, HERP, FEE, EEREME,
#%1%:;71 BERSTREM, RREELSSEE, S0EE,
REEH, BITARE.

Standards: DIN24960, EN12756, ISO03069, GB6556
FratrgE: DIN24960, EN12756, 1ISO03069, GB6556

Scopes of Application: widely used in chemical engineering,
pulp production, pulp cooking, and sewage freatment.
Designed for paper pulp pumps, sewage pumps, chemical
pumps and other rotary devices and works and replacement
to similar products of ANDRITZ and Sulzer.

MRS [MZRAFRI. iR, HE SKLEEGE.
ARIHKER. FKR. CIRERBEERE. TEK
ANDRITZ#0Sulzer[E] 22! 7= 5,

Inner Diameter: 38 mm, 48 mm, 53 mm, 65
MISEE: 38 mm, 48 mm, 53 mm, 65 mm, ¢

Materials

Rotary Ring Face: Carbon/SiC/TC
Stationary Ring Face: SIC/TC
Elastomers: NBR/EPDM/Viton/Aflas
Springs: S5304/SS316/PH17-4

Metal Parts: SS304/SS316/SS316L
L

WEREINImE . A 2/ RLRE/MRILEs
FrIbIRumE . RRibRE/BRiLEs
WHZH: THERE/=TZRBE/SEBE/Aflas
3% SS304/SS316/PH17-4
&EEBME: SS304/55316/SS316L

Operation Parameters
Pressure: 0 ~ 2.5 MPa
Temperature: - 40 ~ 230 °C
Linear Speed: < 20 m/s
BITSH

EA: 0~25MPa

mE: -40~230°C

HiERE: <20m/s

Mediums: oil, water, solvents, paper pulp and
EAMNR: BmE K Bl KRENR.

/] | | Londine: +86-551-64287402 Email: contacteyalan-seals.com
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SB2 Mechanical Seal for Paper
Pulp Pumps
SB2ZY £ 35 S WL 25 =

Structural Features: double end, multi springs. balanced,
independent rotary direction, sfill structure, pin tfransmission.
The sfill springs are suitable for high operating speed. The
springs are separated from the sealed mediums so they

will not be jamed. Piston design allows great axial shifting.
The seal is cartridge design with easy installation and reliable
performance.

SRS WRE. SHE FEHE. EEEE. BLESH. 185
&z, BERILE, BARERE, BELSTREM, BEHEE
ENHBH, SRERE, RERAFTHSE, BEEHRIT, RIFE
RRMEER, BIRER, REER, BITUHE

Standards: Specific Customization
HEmE: SHHRES

Scopes of Application: designed for paper pulp pumps,
condensation pumps, filters, pressure screens and other rotary
devices for chemical engineering, pulp making and filtering
and sewage treatment. This component can work as an part
of ANDRITZ SafeMattic seal support system.

MAGHE: IMzEAFRI. flR. BEL JiR SKkECBEGE,
ARMKRR. SRR B, ENFERERERE. AIER
ANDRITZ SafeMatic Rl 288! 7= .

Inner Diameter: 35 mm fo 140 mm
MABSEE: 35 mm - 140 mm

Materials

Rotary Ring Face: SIC/TC

Stationary Ring Face: Carbon/SiC/TC
Elastomers: NBR/EPDM/Viton/Aflas
Springs: $5304/SS316/HC-276

Metal Parts: $5304/SS316/SS316L

oL

WERE IR IR . RRLRE/BRILES

LI IRE: A E/milRE/mikss
WEUEH: THER/ZTZHEBE/FEER/Aflas
3% SS304/SS316/HC-276

EBAEBHF: SS304/55316/SS316L

Operation Parameters
Pressure: < 1.5 MPa
Temperature: - 20 ~ 180 “C
Linear Speed: 15 m/s
BIT5H

EA: < 1.5MPa

BE: -20~180°C

ZiEE: 15m/s

Mediums: oil, water, solvents and paper pulp.
EAMTR: HmE k. Bl KRENR

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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SAF Mechanical Seal for
Paper-making Equipment and
Pressure Screens (for paper
pulp agitation)

SAFZ! & 22N HL i 25 5

Structural Features: double end, mulfiple springs, with spring protector,
balanced, independent direction of rotation, spring standing mechanical
seal. The component is cartridge seal with easy installation. The springs are
not touching the sealed mediums so that there will be no jam caused by the
high viscosity and crystallization active content. This makes sure the flexibility
of the compensation ring and as a result, it lasts the lifetime of the whole
component. Multi spring structure makes the load on the sealing faces
balanced. The seal needs to work with sealing water, which has the pressure
of 0.1 - 0.3 MPa and flow rate of 3 - 8 L/min.
ﬁ#ﬁﬁﬁ Wik, L. FHE. EEERE. Bkl FEED. BERL,
BRI, WETSARERM, BeMEEENRED. SHEAHE, HE
ﬁﬁi‘«]’j SRELSN, RHEMFES. BiAER, REEHR, ETAR. EH
RIRIEL AR, 9EIKAESAH0.1 - 0.3 MPa, &3 -8 L/min.

Standards: Specific Customization
HaEtE: HHRES

Scopes of Application: mainly used in chemical engineering, pulp production,
pulp drying, pulp screening, and sewage treatment. Designed for pressure
screens and other filters. This component can work as an alternative to
ANDRITZ SafeMatic seal support system.

MRS INZEAFHI. fR. HFE TR SKEESSE. TRENR.
TN EREERERE. FTEKANDRITZ SafeMatic B2 ™ &,

Inner Diameter: 45 mm to 200 mm
MIESEE: 45 mm - 200 mm

Materials

Rotary Ring Face

Medium Side: SIC/TC

Sealing Water Side: SIC/TC

Stationary Ring Face

Medium Side: SiIC/TC

Sealing Water Side: Carbon/SIC/TC
Elastomers: Viton/EPDM/PTFE/Aflas
Springs: SS316/HC276

Metal Parts: S5304/55316/55316L/2507 /2205
[opes

HERE IR IR

R BRACEE/BRiLES

M BiLRE/ BRIk

a7 8]

R FRiLEE/ R4S

HBMW: FE/BRRE/ LS

WHEH: WRE/=TZHRRE/BRERZE/Aflas
3888 SS316/HC276

MM SS304/SS316/5S316L/2507/2205

Operation Parameters
Pressure: 0 ~ 1.5 MPa
Temperature: - 40 ~ 180 “C
Linear Speed: < 20 m/s
BITSH

EA: 0~ 1.5MPa

B -40~180°C

KEE: <20m/s

Mediums: oil, water, sulphite lyes, paper pulp, acid,

alkali and other solvents.

EAMR: W k. BiR 4R B WL OEAISNR

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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YL Cartex (SN/DN) Mechanical
Seal for Chemical Centrifugal
Pumps, Vacuum Pumps,
Compressors

YL Cartex (SNE,DN) £ 3£ =
P 2 £

Structural Features: single end (SN) and double end (DN), multiple springs,
balanced (SN) and double balanced (DN), independent direction of rotation,
still type cartridge seals. This component has good compensatition and is
suitable for the situations of sudden changes of system pressure. The
compensatory ring is inside the flange and the elastomer rings protect the
springs at the medium side to make sure no contact between the springs and
the medium, which prevents the corrosion to the springs. Pumping slot design in
the sleeve. Pin transmission design makes the component more reliable.

The seal has a simple structure and is easy to install. Both axial and radial
dimensions are small and the seal is good to replace gland packing.

iR RImEASN, XUKEADN, L3, WETFE, EEMEE, L5,
PETER). HERSARERM, BeRERENREDR, SHERE, wEARSS,
R F, RRENCEKR, WETREEH, RUEMRS, BITEHEERR R,
R, REAE, EAME, fFRRS), BERTE, REREHRENEN
AR M,

Standards: DIN24960, ISO3069, ANS| B73.1M
HARWE: DIN24960, ISO3069, ANSI B73.1M

Scopes of Application: widely used in water treatment,

power plants, metallurgy, food processing, pharmacy,
chemical engineering, fertilizer and paper making. Suitable

for clear water pumps, chemical pumps, double suction
pumps, paper pulp pumps, compressors and other rotary
devices. Good for replacing gland packing.

FASHE: IMiZRATFALE. Bh. AL BRNI. EA. {&I,,
LR, ERETE, ARLIR. BAR. WRE. KRR EHNAE
LR ERE, ERTEME R,

Inner Diameter: 25 mm to 110 mm
MIEEE: 25 mm - 110 mm

Materials

Rotary Ring Face: TC/SIC

Stationary Ring Face: Carbon/SIC/TC
Elastomers: NBR/EPDM/Viton/Aflas/FFKM
Springs: S5304/SS316/HC-276

Metal Parts: 4105/S5304/SS316/SS316L/Hastelloy
[7es

WEREERUGTE . BRiLS/RRibEE

BRILFRGRTE . A /BRI RE/BiL s

HWRVEE: TIBRE/ =TT T AR/ IR/ Aflas/ £ MBS
EE: 5S304/SS316/HC-276

EMEBS: 4105/SS304/55316/SS316L /MR EE

Operation Parameters
Pressure: < 2.5 MPa
Temperature: - 40 ~ 180 °C
Linear Speed: < 15m/s

BE{TBH

EAH: < 25MPa

iBEE: -40~180°C Mediums: water, oil, acid
BEE: < 15m/s ERR: K. . . 3

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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SE2-AP Mechanical Seal for
Paper-making Equipment,
Alumina Plants, Deashing
System and Slurry Pumps
SE2-APEI{LH 2 F

Structural Features: double end, multi springs, balanced,
independent rotary direction, sfill structure, pin tfransmission.
The sfill springs are suitable for high operating speed. The
springs are separated from the sealed mediums so they

will not be jamed. Piston design allows great axial shiffing.
The seal is separated assembled with easy installation and
reliable performance.

LR W E §5’é§ FER, (EEAEE. L. 84T
&z, BERIL, BARERE, BELSTREM, BRHEE
SER BT §§$%¥ﬁ§ i T FA AT 8 51 .ﬁ%%m&ﬁ RIFE
RAMEER, HEHEW, RERSE, BEITAE,

Standards: Specific Customization
HEtrE: HkES

Scopes of Application: mainly used in paper-making
equipment, slurry pumps, pressure screens. flue gas
desulphurization for chemical engineering, power plants,
mining, oil refining, alumina plants, food processing,
phamarcy, and paper making. This seal works as an
alternative to similar products of Sulzer.

RS IMzEBFHI. Bh. RE. Kb, 8&
SULEREME, ARERRE. LRE. EOMESERE
AT Sulzer B ZE AL 7= &,

Inner Diameter: 30 mm to 100 mm
MA&SEE: 30 mm - 100 mm

Materials

Rotary Ring Face: SIC/TC

Stationary Ring Face: SIC/TC

Elastomers: Viton/EPDM/Aflas/PTFE/FFKM
Springs: SS304/SS316/HC-276

Metal Parts: 410S/S5304/55316/5S316L./2205/2507
P

TR IR . FRiLRE/ B iLEs

FRILIRumE . BRILRE/BRILES

WEVEH: FBRK/=TZAEBKRE/Aflas/
RUAZ N/ RERE

3% SS304/SS316/HC-276

EREH: 4105/55304/SS316/SS316L/2205/2507

Operation Parameters

Pressure: 0 ~ 2.0 MPa

Temperature: - 20 ~ 180 °C

Linear Speed: < 20 m/s

Pressure of Cooling Water: 0.1 to 0.3 MPa
Solid Capacity: < 25%

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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ZHJ Mechanical Seals for
Paper-making Equipment,
_Alumina Plants, Flue Gas

' Desulphurization, Deashing
System and Slurry Pumps
ZHJBY & 32 AL 25 £

Structural Features: single end, multiple springs, with spring protector,
balanced, independent direction of rotation. The component is cartridge
seal with easy installation. The compensation components are supporting
the sleeve. The springs are not touching the subjects so that there will be
no jam caused by the high viscosity and crystallization active content.

This makes sure the flexibility of the compensation ring and as a result, it
lasts the lifetime of the whole component. Easy installation, no need to
disassemble the seal cavity for the installation.

il s RmE. S, FHA. RN BERIP. EEEE. 85 (RE)
&3, WMETHZHEEREL, PERER, BETAS5NREM, BREEEENY
B, BMEAE, WEATHES, EEABTRR, S0EE oA EERTE,
RE=E, BiREE REEHR. AE ETAR.

Standards: DIN24960, ISO3069, ANSI B73.1M
FAHRAE: DIN24960, 1ISO3069, ANSI B73.1M

Scopes of Application: mainly used in paper-making equipment,
alumina plants, flue gas desulphurization (AKA FGD), deashing system
(for power plants) and slurry pumps for industries such as coal washery,
minging. sewage treatment, paper making, metallurgy, power plants,
and chemical enginering. This seal works as an alternative to similar pro
of Warmann.

B A IMizRATRE . RO BokE. B84, A% B, €I,
SLRETE, TRBERR. BHRR. KRREE. FEWarmannFZEE =R,

Inner Diameter: 35 mm to 170 mm
MIRTEE: 35 mm - 170 mm

Materials

Rotary Ring Face: SIC/TC

Stationary Ring Face: SIC/TC

Elastomers: Viton/EPDM/Aflas

Springs: S5304/8S316/HC276

Metal Parts: 410S/55304/S5316/S5316L/2507 /2206
e

EREIRIRTE : BRlLEE/BRiLES

FRILFRGRTE . BiLEE/BRiLes

HHEZH: WIBE/=TZHERE/Aflas

383§ SS304/SS316/HC276

SMEE: 4105/55304/55316/55316L/2507 /2205

Operation Parameters
Pressure: 0 ~ 1.2 MPa
Temperature: - 20 ~ 130 °C

Linear Speed: < 10 m/s Mediums: paper pulp, coal ¢
ETBH ash and other fluids with solid pc
EF: 0~12MPa BANR: SEE< 25%H1%
iR -20~130°C AERR. KR SHEE.
LEFE: < 10m/s

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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ZGJ Mechanical Seals

for Paper-making Equipment,
Alumina Plants, Flue Gas
Desulphurization, Deashing
System and Slurry Pumps
ZGJBY & 35N = =

Structural Features: single end, multiple springs, with spring protector,
balanced, independent direction of rotation. The component is cartridge
seal with easy installation. The compensation components are supporting
the sleeve. The springs are not touching the subjects so that there will be
no jam caused by the high viscosity and crystallization active content.

This makes sure the flexibility of the compensation ring and as a result, it
lasts the lifetime of the whole component. Easy installation, no need to
disassemble the seal cavity for the installation.

HiR s RmmE. S FEHA RN BERP. EEEE. 85 (RE)
ez, IMETAMERE L, PR, BERSREM, B EEENRE
B, ZHEAHE, WEATHES, REABTIR, SHWEE oA EERRE,
REZE), BAEER, TERER. AE ETAR.

Standards: DIN24960, ISO3069, ANSI B73.1M
FAtRAE: DIN24960, ISO3069, ANSI B73.1M

Scopes of Application: mainly used in paper-making equipment,

alumina plants, flue gas desulphurization (AKA FGD), deashing system

(for power plants) and slurry pumps for industries such as coal washery,
minging, sewage treatment, paper making, metallurgy, power plants,
and chemical enginering. This seal works as an alfernative to similar:
products of Warman.

MASE: MZRATRE. RO, EKLE. &K AL Bl LI
SBRSTE. TRBRE. BRE KEFEE. AEAWarmannBRE=5,

Inner Diameter: 35 mm to 170 mm
MIRSEE: 35 mm - 170 mm

Materials

Rotary Ring Face: SIC/TC

Stationary Ring Face: SIC/TC

Elastomers: Viton/EPDM/Aflas

Springs: S5304/55316/HC276

Metal Parts: 410S/55304/S5316/S5316L/2507 /2205
M

IR . PR/ R iLss

FRALIRURTE . Bk i/ Biess

WBhNEH: FURE/ =T ZHEBE/Aflas

35§ SS304/55316/HC276

&M 4105/5S304/55316/55316L/2507 /2205

Operation Parameters
Pressure: 0 ~ 1.2 MPa
Temperature: - 20 ~ 130 °C
Linear Speed: < 10 m/s

BITSH Mediums: paper pulp, coal cindé
EH: 0~12MPa ash and other fluids with solid f
iBRE: 20~ 130°C ERNR: SEE< 25%HITE. il
ZEE: <10m/s AERR. KR SUEE.

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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204B Mechanical Seal for Top
Driven Vertical Type Agitation
Equipment, Fermentation Tanks,
Seeding Tanks, Reaction Kettles
and Sewage Treatment Devices
204BEYEP /3L R FEH LI £

Structural Features: single end, multi springs, balanced,
independent direction of rotation. The multi spring structure
assures that the load on sealing faces are balanced. The springs
are all adjustable and have long life-time. This component has
a simple structure and high reliability.

SR RinE. LHE. FHE. IEKEE. SHERE,
mﬁﬁﬁﬁﬂ’? WEILERMRENRENEE, HFHEK, A6%E,

ZHE R, TITHRE.

Standards: HG5-754-78
HEetrE: HG5-754-78

Scopes of Application: mainly used in fop driven vertical type
agitation equipment, as well as devices that do not have strict
requirements for leakproofness, such as fermentation tanks,
seeding tanks, stainless steel reaction kettles and sewage
freatment devices.

MAGS: MzEAFLRI. HH. RA. 8. BB KRS
KAEBEGE., TRIRNEREREE. FENEEERE.

Inner Diameter: 30 mm to 180 mm
HIESEE: 30 mm to 180 mm

Materials LEe
Rotary Ring Face: Carbon/SiC/TC TR E
Stationary Ring Face: SIC/TC Ep L IR IR T
Elastomers: Viton/PTFE WAV
Springs: SS304/SS316 SEE:
Metal Parts: SS304/SS316 B

Operation Parameters
Pressure: - 0.1 ~ 0.6 MPa
Temperature: - 40 ~ 180 °C
Linear Speed: <2 m/s
BITSH

EAH: -0.1 ~0.6 MPa
iRE: -40~180°C

KIRE: <2m/s

Mediums: oil, water, weak acid and alkali.
EAMTR: K. B BER. BHE. 55 TFEZR.

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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yalanseals

204B Mechanical Seal Dimension Chart - 204BE! {1 2 3 R ~F X BB %

r e \< i
1
) 7
£
oy 1 1
A N~
2 I
| n=0
g=
1
|
V| V) 2
| <Y '
7 /]
! SO N
D2 €9
For connectors matching HG5-748-78 ~ For connectors matching HG2098-91
d D D1 D2 h 1 n-® d D Dl D2 h 1 n-P
30 185 150 116 18 4 4-918 30 235 200 164 20 4.5 8-®18
40 205 170 135 18 4 4-P18 40 235 200 164 20 45 8-®18
50 235 200 164 18 4 8-d18 50 260 225 188 20 45 8-®18
60 235 | 200 | 164 18 4 8-®18 60 260 | 225 188 20 45 | 8-@18
65 285 200 164 18 4 8-d18 65 315 280 245 22 45 8- 18
70 260019225 188 18 4 12-018 70 315 280 | 245 22 45 8-®18
80 260 225 188 18 4 12-9 18 80 315 280 245 22 45 8-d 18
85 200:8] 02255111220 20 4 12-018 85 70338 298 24 45 [12-918
90 290 | 255 220 20 4 12-D18 90 370 | 335 298 24 45 | 12-®18
95 290 255 220 20 4 12-®18 95 370 335 298 24 45 | 12-918
100 315 280 245 20 4 12-® 18 100 370 335 298 24 45 12-®18
110 315 280 245 20 4 12-®18 110 435 395 353 24 SR
120 315 280 245 20 4 12-918 120 435 395 353 24 45 | 12-923
125 | 3157 | 280{ 245 20 4 12-D 18 125 435 395 353 24 45 | 12-923
130 340 300 260 20 4 12-P 18 130 485 445 403 23 50 | 12-923
140 | 370 | 320 | 280 20 4 12-®18 140 | 485 445 | 403 25 50 | 12-923
150 370 320 280 24 4 12-®23 150 485 445 403 25 50 | 12-923
160 | 390 | 350 | 300 24 4 12-®23 160 | 485 445 | 403 25 50 | 12-923
170 405 355 312 24 4 12-923 170 485 | 445 403 25 50 12-®23
180 | 4057 35577 1312 24 4 12-923 180 | 485 | 445 | 403 25 50 [ 12-923

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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HJCK Mechanical Seal for
Horizontal/Vertical Agitation
Equipment, Food Processing
Devices and Sterilizers
HJCKE BN /3L sCHEFEATL I 25

Structural Features: double end, unbalanced, multi springs.
This component has a compact structure with good
compatibility and easy installation. Anti counter pressure design

increases the safe if accidents happen.

1. When the sealed medium temperature is higher than 180 °C, the cooling water
jacket is needed and the total installation height will need to be added by

100 mm.

2. When the pressure is bigger than 0.3 MPa, auxiliary sealing devices are required.

EitR WunmE, FEHE, SHE, IERE. SHERE, KE
ﬁﬁﬁi’l’j pRERT, REZTHELZEBIMERTHRE, RKEEN,

REAE,; £EGT, EHEE, EAER.
1. SRR 180 CRIAMSASAIR, B4R 5% REHN100 mm.
2. YEHKFETF03 MPait, MECEZHHEES.

Standards: HG21571-95, DIN-28138
FatrgE: HG21571-95, DIN-28138

Scopes of Application: mainly used in vertical and horizontal
agitators, food processing machines and sterilizers for industries
such as chemical engineering., food processing, pharmacy and
sewage treatment.

MASE: MzZEATHI. 8R. EH. Bk
ARENR. TRREE. HHEEE FERSEER.

Inner Diameter: 25 mm fo 120 mm
HAGSEE: 25 mm - 120 mm

Materials

Rotary Ring Face: Carbon/SiC/TC
Stationary Ring Face: SIC/TC
Elastomers: NBR/Viton/EPDM/Aflas
Springs: $5304/SS316

Metal Parts: SS304/SS316/SS316L
FrEE

WEREIRIRTE . A B/BILiE/RR LS
ERILIfuRmE: BRlbRE/BiLEs
WEANZH: TRHER/EER/=TZERE/Aflas
E: S5304/S5316

&BERME: SS304/S5316/SS316L

Operation Parameters
Pressure: < 0.6 MPa
Temperature: - 10 ~ 180 °C
Linear Speed: < 5m/s

ET5H

EH: < 0.6 MPa

BE: -10~180°C Mediums: wate
ZiEE: <5m/s EAMNR: K. H

/] | | Londine: +86-551-64287402 Email: contacteyalan-seals.com
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2001, 2002, 2004, and 2005
Mechanical Seal for Vertical
Type Agitation Equipment
2001%! (322002, 2004, 2005%Y)
SR R £

Structural Features: 2001 and 2002 are single ended, 2004 and 2005 are double
ended, 2001 and 2002 are unbalanced, 2004 and 2005 are balanced, bearing
|- transmission. The component is cartridge seal with easy installation. Anti counter

2 0 B ﬁ pressure design increases the safety under emergency circumstances and
accidents. The load on sealing faces are balanced.

" 1. When the sealed medium temperature is higher than 180 °C, the cooling water
J - jacket is needed and the total installation height will need to be added by

o 100 mm.

2. When the pressure is bigger than 0.3 MPa, auxiliary sealing devices are required.
ik WmmE (2004, 2005%) F#rAY/Himm (2001, 2002%) IEFHE, LHHE,
EEEE. S¥UERE, HWERATHL, BRERIT, REZHELZEEMELTH
L&, RKEMEH. REFHE, TAENY, SHEE EREET, RREH, REES,
ﬁ}i BT A&

1. AN RIREEIE180 ‘CRZE IS EIRE, BIFRIESEEMI00 mm.
2. HEAKRFETF03 MPart, MECEZ I HIKE.

Standards: HG21571-95, DIN28138, HG/T2098-2011
HatRfE: HG21571-95, DIN28138, HG/T2098-2011

Scopes of Application: mainly used in fop driven vertical type
agitation equipment, which does not have strict requirem
for leakproofness. This component can work as an altemaﬂwa
to M461 (2001 and 2002) or M481 (2004 and 2005) of Burgman
Widely used in chemical engineering, metallurgy, pharmacy,
food processing, pesticides and fertilizers, andoil refining
industry. This seal component works as an alternative to
EagleBurgmann M481. » :
BASUE: SZRATAI. A% HE. B8R, RE. KB b
Z9E, TRLAREE. TRIL RELBRZFRE, d&8)
EagleBurgmann M481 B 4% 7= &,

Materials

Rotary Ring Face: SIC/Carbon
Stationary Ring Face: TC/SIC
Elastomers: NBR/Viton/EPDM/PTFE/FFKM
Springs: $5304/55316/HC-276

Metal Parts: S5304/SS316/SS316L

Inner Diameter: 30 mm to 220 mm
MASEE: 30 mm - 220 mm

Operation Parameters
Pressure: - 0.1 ~ 1.6 MPa
Temperature: - 40 ~ 180 °C
Linear Speed: < 2m/s
BITSH

EA: -0.1~ 1.6MPa

imfE: -40~180°C

iR <2m/s

Mediums: water, oil, week acid. week alkali, and
other normal subjects (2001 and 2002) OR
flammable, explosive and poisonous gas (2004
and 2005). EAATA: k. . B BE. S8 S8 G55

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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2001, 2002, 2004 and 2005 Mechanical Seal Dimension Chart
- 2001, 2002, 200475020058 # i Z £t R~ XTBEER

|
1
i
ZHE S
; e
|| EsaeO_
N
|
=i
d D DI D2 D3 H h 1 n-® d D DI D2 D3 H h 1 n-»
30 175 145 110 90 135 18 5 4-018 30 175 145 110 90 215 18 5 4-018
40 175 145 110 90 135 18 s 4-018 40 175 145 110 90 215 18 5 018
50 240 210 176 135 140 20 s 3-®18 50 240 210 176 135 230 20 5 8- 18
60 240 210 176 135 150 20 5 818 [ 60 240 210 176 135 240 20 E SRl
70 240 210 176 135 160 20 s 8- 18 70 240 210 176 135 280 20 5 8- 18
80 275 240 204 155 160 24 5 8-122 80 275 240 204 155 280 24 : 8-022
90 305 270 234 190 170 24 s 8-022 90 305 270 234 190 280 24 5 8-22
100 305 270 234 190 170 24 5 8-®22 100 305 270 234 190 280 24 5 8-®22
110 330 295 260 215 195 24 5 8-022 110 330 295 260 215 290 24 8- 22
120 330 295 260 215 195 24 S 8-®22 120 330 295 260 215 290 24 8-22
130 330 295 260 215 200 24 8-22 130 330 295 260 215 305 24 8-922
140 395 350 313 250 200 24 12-®22 140 395 350 313 250 305 24 12-922
160 395 350 313 265 205 28 12-022 160 39 350 313 265 310 28 12-022
180 445 400 364 10 210 28 12-®22 180 44: 400 364 10 315 28 5 12-922
200 445 400 364 10 215 28 5 12-922 200 44 400 364 10 320 28 12-022
220 505 460 422 340 220 28 5 16-D22 220 50; 460 422 40 325 28 16-22
S o ‘
o=z
! !
| ! | |
\ !
1% i | \ I o
| ! IN syaen = i i i
= | 1 | [13 SR ’ H el
; | an | || “om
i ! i !
i ! i I
[0 H H |
, ! ) !
T | i | T : =
| ! ZIE i =
A — -2} P=ii=—..—
2-¢/] dh?
03
it D2 e9
D D1
D
d D D1 D2 D3 H h n-® d D D1 D2 D3 H h 1 n-o
3 7 4 1 90 5 1 3-® 30 175 145 110 90 215 18 5 4018
4 7 4 T 90 1 10 P E R 145 110 90 215 18 5 4018
S 4 1 7 i 2 X0 50 240 210 176 135 230 20 5 8- 18
60 4 21 7 5 20 5 X0 60 240 210 176 135 240 20 s 8018
70 40 1 7 60 0 s Xl 70 24 210 176 135 280 20 5 8-118
80 75 24( 04 60 4 5 -D22 80 275 240 204 155 280 24 5 8-®22
9% 05 7 234 70 4 5 D22 90 30 270 234 190 280 24 5 8-D22
00 305 7 234 90 70 24 5 - D22 100 30. 270 234 190 280 24 3 8-®22
10 330 9. 6 15 95 4 5 Xy 110 33 295 260 215 290 24 5 8-D22
120 330 295 260 215 95 24 5 522 120 33 295 260 215 290 24 5 8- 922
30 330 95 260 15 200 24 5 - 22 130 33 295 260 215 305 24 3 8-122
40 395 50 3 250 200 24 5 12-022 140 39; 350 313 250 305 24 5 12-022
60 39 50 3 65 5 28 5 12-922 160 9 350 313 265 310 28 5 12-922
’___!80 44! 400 64 310 0 28 5 12-022 180 44 400 364 10 315 28 5 12-922
[ 200 44 400 64 310 5 28 5 12-022 200 445 400 364 10 320 28 5 12-022
220 505 460 422 340 20 28 5 16-®22 220 505 460 422 40 325 28 5 16-®22

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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YALAN HYF Mechanical Seal
for High Pressure Reaction
Kettle, 8.0 MPq, up to 10 MPa
TZHYFESERNMZRIMEZE

Structural Features: double end, balanced, multi springs,
independent rotary direction, shift fransmission and high-pressure
cartridge mechanical seal. The axial dimensions are compact
and the load to sealing faces are balanced. The compensation
components are pre-assembled. The seal has an anti counter
pressure design to increase the safety if accidents happen.

This seal component is suitable for crystalized and particulate
content. It needs to work with sealing water which should have
0.1 - 0.2 MPa higher pressure than the medium.

1. When the sealed medium temperature is higher than 180 °C, the cooling water
jacket is needed and the total installation height will need to be added by

100 mm.

2. When the pressure is bigger than 0.3 MPa, auxiliary sealing devices are required.

Gt RRE. LEE. THE EEREE. SEEHE, WE
AFHE, BRER, BEEHERERIMERTNRS: RERD,
REAE,; KRR, FURE EREE. EERESSR, &
WA, ERRBRELHK, BEKENEETARESD
0.1-0.2 MPa,

1. YA FRAEEIE 180 ‘CRIZUEANSEIE, HIRR LR 100 mm.
2. SENAFETF03 MPaf, ARBEHIHALE.

Standards: DIN28138, HG21571-95
HEtrfE: DIN28138, HG21571-95

Scopes of Application: this component was specifi
designed for high-pressure kettles. If you have re
of using seals on high-pressure devices, contact
able to design a suitable mechanical seal for yo
Rz : M EHGAT=2HEATERNE
®it, MREEHRESNEHGEFTR, WDERT
KR ESEHNMERBRAR.

Inner Diameter: 40 mm to 200 mm
HIESERE: 40 mm - 200 mm

Materials

Rotary Ring Face: SIC/TC

Stationary Ring Face: Carbon/SiC/TC
Elastomers: NBR/Viton/EPDM/PTEF/FFKM
Springs: SS304/SS316/HC-276

Metal Parts: 410S/SS304/SS316/SS316L
s

R IRGRE . LR/ Bl
EpILIfuRm: A2/ RE/BRILS
BWENVEE: TRRE/ AR/

SR ZHABK/BEUA TR/ EREMRER
38§ SS304/SS316/HC-276

E£BEREF: 4105/55304/55316/SS316L

Operation Parameters
Pressure: < 8.0 MPa
Temperature: - 40 ~ 320 °C
Linear Speed: < 2m/s
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GLF Mechanical Seal for
Grundfos Sewage Pumps
Grundfosis 7k 38 Fl GLFEL #1125 &

tural Features: double end, multiple springs,
anced, independent direction of rotation, bolt
jssion, non-cartridge seal. The way of fransmission is
ind reliable. The compensation components are
bled and is easy to install. The load to the seal
balanced. The whole seal component is easy to
d the sealing performance is great and stable.
Wi, Z5EE, FEFEHE, FEEE, #HiE.
BRE, METHBATEE, ETRE, MEUERELF,
5, RExER, AEAE ZIHEEREATRE.

5: Specific Customization

IR E

of Application: mainly used in sewage treatment,
supply. Designed for sewage pumps and submerged
ps. This component can work as an alternative to
ndfos original seal for its sewage and water pumps.
NRSUE: TiZMATFEKAE,. . HHEkETE. "R
BKER. BAREE.

Inner Diameter: 30 mm fo 140 mm
HASEE: 30 mm - 140 mm

Materials

Rotary Ring Face: SIC/TC
Stationary Ring Face: SIC/TC
Elastomers: NBR/Viton
Springs: $5304/SS316

Metal Parts: 410S/S5304/SS316
Wt

WEEEIRURE . FRibRE/FRiLES
EpILIRImE . BRiLEE/BRLES
HWENEE: TR/ &K
345 5S304/SS316

EBEBMH: 4105/S5304/5S316

Operation Parameters
Pressure: < 0.25 MPa
Temperature: - 20 ~ 100 “C
Linear Speed: < 15 m/s
BITSH

EAH: < 0.25MPa

mE: -20~ 100 °C

ZKEE: < 15m/s

Mediums: water, oil, sewage, weak acid,

weak alkali, and other weak corrosive me
EAMER: K. B Sk B SBHEMEMDS

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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GR-SA Mechanical Seal
for Sewage Pumps and
Paper Pulp Pumps

| R
R-SA B 25
ral Features: single end, multiple still springs with spring
ion, balanced, independent direction of rotation,
ymission, non-cartridge seal. The springs are seperated
sealed mediums so that they will not be jaommed.
g structure makes sure the load on the sealing faces
. This seal component has a compact structure with
lation and reliable performance.
D HRinE, £%E, TEHI, BERP, EEEME,

EXRSNRER, BemEEERWEm, SHERE,
15]; EHEE, RIEEEB, BITAE.

rds: DIN24960, ISO3069, GB6556, EN12756
. DIN24960, ISO3069, GB6556, EN12756

pes of Application: mainly used in sewage pumps,

ersible pumps, paper pulp pumps and other rotary devices
industries such as city construction, mining. power plants
and sewage freatment. This component can work as an
alternative to Gorman-Rupp and Grundfos original seal
product GR-SA.

RIS [HZAFHEL. R B, SKAE. flREmE,
AREIEKER. BKR. RERREEHEERE.

Inner Diameter: 28 mm, 38 mm, 50 mm, 65 mm, 70 mm,
80 mm, 90 mm, 100 mm

HAGSERE: 28 mm, 38 mm, 50 mm, 65 mm, 70 mm,

80 mm, 90 mm, 100 mm

Materials

Rotary Ring Face: Carbon/SiC/TC
Stationary Ring Face: SIC/TC
Elastomers: NBR/Viton/EPDM
Springs: SS304/SS316

Metal Parts: S5304/SS316

e

R uRE . A /R RE/ MRS
FrILIRumE . RRiLRE/mRiLes
WHZH: TREER/ABRR/ZTZHRR
3. 5S304/SS316

B SS304/SS316

Operation Parameters
Pressure: < 1.6 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 15 m/s
BITSH

EA: < 1.6 MPa

BmE: -20~120°C

HiFEE: < 15m/s

Mediums: water, oil, sewage and other weak corrosi
BAMNR: K. W, SKFIEABSEE R,

111 | Ldlriine: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Sewage Pumps - 57K 3R FHL 2 £t

Multiple Fully Customized

Nonstandard Mechanical
eals for ITT Flygt (replacing
iginal products of ITT Flygt)

lygt7k 5% F 7E I L4 % &

al Features: single end, unbalanced,

ydent direction of rotation, bolt fransmission.
omponents were fully customized for
ewage pumps.

- BimmE, IFEEEE, EE5EE, sHiE.

ds: Customized
. B

pes of Application: used within ITT Flygt pumps.
industries such as sewage treatment, city
onstruction, water supply, and mining.
RZRSUE: TZRAFISKEE,. mE. #HK. R
&, A AFIT Flygtis kR,

Inner Diameter: 15 mm to 150 mm
MIEE: 15 mm - 150 mm

Operation Parameters
Pressure: < 0.8 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s
BET5H

EAH: <0.8MPa

RE: -20~120°C

HIRE: < 10m/s

Mediums: oil, water. weak acid and «
EATR: B, K. B[R, BEE—K

Customization: Changes of materials
other operating parameters are possi

us with your requirements.

EFL: MEEEEAEHEIBEIOER,
EESRNOEEEKER.

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Seals for Punched Stainless Steal Centrifugal Pumps - [ E A SNE O RE BHLHZ

CRA, AKA CRB Mechanical
Seals for Grundfos Water Pumps

Grundfos’k R ACRA i 25 %

ral Features: single end, unbalanced, independent
of rotation, cartridge shaft seals.
. BimmE, EFEE, EEREE, £REH.

: Specifically Designed for Stamped Stainless Steel
ol Pumps
MERFNBLORER

Application: specifically designed for Grundfos
ps. Widely used in power plants, city water supply
and fire control.

D ITZNATFRC. WL #HEK. ERFESTE,

- AEWEOREE, AEKGrundfosiREEE =M,

Diameter: 10 mm, 12 mm, 14 mm, 15 mm, 16 mm,
m, 20 mm, 22 mm, 24 mm, 25 mm, 28 mm, 30 mm,

fﬂﬁ"ﬁl 10 mm, 12 mm, 14 mm, 15 mm, 16 mm, 18 mm,
20 mm, 22 mm, 24 mm, 25 mm, 28 mm, 30 mm, 32 mm

Materials

Rotary Ring Face: Carbon/SiC/TC
Stationary Ring Face: Carbon/SIC/TC
Elastomers: Viton/EPDM

Springs: S5304/SS316

Metal Parts: $5304/SS316

Wt

FERIRIRE . A2/ Bl RE/ iRl
ERILIRERM: A2 /ML EE/ Bt
HWEEH: FER/=TZHEEER
3885 SS304/SS316

EEERM4: SS304/SS316

Operation Parameters
Pressure: < 1.6 MPa
Temperature: - 20 ~ 150 °C
Linear Speed: < 10 m/s
ET5H

EH: < 1.6MPa

mE: -20~ 150 °C

ZiEE: <10m/s

Mediums: oil, water, weak acid and alkali and

other corrosive mediums.

BEANE: HE. k. B BHE—BRERENE.

/] | | Londine: +86-551-64287402 Email: contacteyalan-seals.com
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Floating Oil Seals and Bearing Isolator - %5/ 1 F0 4 7 & 55 25

Oil Seal, AKA Floating Oil Seal,
an Alternative to Framework
Oil Seal

“"'EJJIHH =

Description: The sealing rings are the main elements for
seadling and also have compensation as springs. This seal

will not wear out the shaft and has a short axial dimension.
It has long life-time which is several times longer than
tfraditional oil seals. The performance is stable and the

seal is easy to install. It is a good option for replacing normal
oil sedls.

FEmiEiA Zﬁ@%tfﬁﬁm RS EIMRER, WA~ E
B, MERTE, FHK, SLT@EBRHNBE STREFE,
LR, Tﬁﬁ%%%ﬁn

Inner Diameter: 35 mm fo 300 mm
HMASEE: 35 mm - 300 mm

Operating Parameters
Pressure: 0 ~ 0.2 MPa
Temperature: - 20 ~ 90 °C
Linear Speed: < 5m/s
BITSH

EF: 0~0.2 MPa

mE: -20~90°C

HKiEE: <5m/s

Bearing Isolator, Bearing
Protector

o 7 P s =

Applications:

Pumps - Motors - Spindles -

Gear Boxes - Compressors -
Turbines - Fans

Introducing YALAN |

for Bearing Protecti
Mechanical Seal Provides |
Ripm&, BEKE. @il HRE
R E R E

S5RMNMHEEARKR, URBESER

111 | Ldlriine: +86-551-64287402 Email: contact@yalan-seals.com
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YALAN Cartridge Mechanical Seal Collection / i = £ 3£ X & £

yalanseals yalanseals yalanseals yalanseqls

L

1D56-H75 KTL ZB

yalanseals yalanseals yalanseals

TJL BB174

yalanseals yalanseals yalanseqls

LP-D KGJ SBB 2004

yalanseals yalanseqls yalanseqls yalanseqls

318 uu7002J

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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YALAN Bellow Mechanical Seal Collection / I =i £ & #1425 £t

yalansegls yalansedls yalanseals yalanseals

680M MG12 MG13 MG1

yalansegls yalansegls yalansegls yalansegls

() -
ey -
CR-B DWB2 DWBI1
yalansedls yalansegls yalansegls yalansedls

DBM-1 Cé5 C50 2100

yalanseals yalanseals yalanseals yalanseals

128 609 128M 301
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YALAN Double Mechanical Seal Collection / T = 3L 2 £F

yalansegls yalansegls yalansegls yalanseals

90@ ocﬁ

uu1001 YL208 U208 SDM

yalansegls yalansegls yalansegls yalansegls

S s

NDM MN208 M74-D KYB-B

yalanseals yalanseals yalanseals yalanseals

S

JCS2 1105-1105 FR 2247)

yalansedls yalanseals yalansegls yalansegls

S

224TM 204 171CL-171CK
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Quality Warranty, Service Terms and Conditions
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Product Quality Warranty

YALAN Seals (Anhui Yalan Seal Component Co.,
Ltd.) assures the quality of products according to its
orders and contracts with clients and make the
following commitments.

1. All products desighed and manufactured by
YALAN Seals will strictly follow the detailed
specifications and requirements written down within
orders and contracts as well as related national
standards.

2. There would be strict tests and control against all
sorts of raw materials, internal and external
components before they come into YALAN Seals'
production facilities. This would make sure the
quality of every component from any other
resources which will be made up as part of final
products to be under the full control of YALAN
Seals.

3. All manufacturing techniques utilized mass
production and different status of products will be
overwatched by YALAN Seals' QA department with
3 common procedures, routing inspection, finished
product inspection and predelivery test, to make
sure every step of production would be under the
full control of YALAN Seals.

4. Full and detailed instruction documents (as well
as any other necessary documents) would be
provided to clients for detailed product information
such as parameters, installation, and operation.

5. If there is any situation caused by any product
issue within the warranty time, YALAN Seals would
resolve the issue first for the client to ensure that
operations from clients' sides would not be affected
due to any kind of product problems of our side,
before considering the judgment to the final
responsibility. If it is the problem of YALAN Seals'
products, the company would be willing to take

full responsibility to repair or replace the products
sold to the client, for free.

ll . - Landline: +86-551-64287402 Email: contact@yalan-seals.com

% (1Rig5h)

6. If there is any damage caused by the shipment
of YALAN Seals' products, the company would
repair or replace the damaged products
according to clients' requirements as soon as
possible, for free, to ensure our clients' satisfaction.

7. While delivering the products, if there is any
missing part or component found in the delivery,
YALAN Seals will autocomplete the missing parts in
the shortest time.

Operating Hours

1. For Pump Mechanical Seals: JB/T1472-2013

If the selection, installation, and operation of the
products are all fully correct - when the sealed
mediums are clean water, oil or something similar,
the lifetime operating period is 1 year (8,000
operating hours); when the sealed mediums are
corrosive, the lifetime operating period is more than
half year (4,000 operating hours); if the operating
conditions are crucially harsh then both these 2
kinds of operating hours may not be able to be
guaranteed.

2. For Kettle Mechanical Seals: HG/T2269-2003

If the final operating machine is rationally
constructed and YALAN's seals are installed
correctly - when the sealed mediums are neutral or
weakly corrosive gases or liquids, the lifetime
operating period is 8,000 operating hours; when the
sealed mediums are highly corrosive or volatile
gases, the lifetime operating period is 4,000
operating hours; very special situations are not
included in the 2 results above.

3. For Submerged Pump Mechanical Seals:
JB/T5966-2009

If the selection, installation, and operation of the
products are all fully correct - if the axis diameter is
from 10 to 50 mm, the lifetime operating period is
no less than 4,000 hours; if the axis diameter is from
50 to 200 mm, the lifetime would be no less than
8,000 hours.
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4. For Paper Pulp Pump Mechanical Seals:
HG/T4114-2009

If the selection, installation, and operation of the
products are all fully correct - the lifetime operating
period of the mechanical seals is 8,000 hours; if the
mediums are corrosive and tend to crystallize, the
lifetime would be 8,000 hours.

5. For Boiler Pump Mechanical Seals: JB/T6614-2011
If the selection, installation, and operation of the
products are all fully correct - the lifetime operating
period of the mechanical seals is 8,000 hours.

6. For Mechanical Seals with Rubber Bellows:
JB/T6616-2011

If the final operating machine is rationally
constructed and YALAN's seals are installed
correctly - when the sealed mediums are clean
water, oil and something similar, the lifetime
operating period of the mechanical seals is 4,000
hours; if the operating conditions are crucially harsh
then this operating period may not be able to be
guaranteed.

7. For Acid Proof Pump Mechanical Seals:
JB/T7372-2011

If the selection, installation, and operation of the
products are all fully correct - the lifetime operating
period of the mechanical seals is 4,000 hours; if the
operating conditions are crucially harsh then this
operating period may not be able to be
guaranteed.

8. For Lye Pump Mechanical Seals: JB/T7371-2011

If the selection, installation, and operation of the
products are all fully correct - the lifetime operating
period of the mechanical seals is 4,000 hours; if the
operating conditions are crucially harsh then this
operating period may not be able to be
guaranteed.

9. For Mechanical Seals with Welded Metal Bellows:
JB/18732-2008

If the selection, installation, and operation of the
products are all fully correct and the whole system

ll . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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and machine are both running well - the lifetime
operating period of the mechanical seals is 8,000
hours; if the operating conditions are crucially
harsh then this operating period may not be able
to be guaranteed.

10. For Rotary Connectors: JB/T8725-2013

If the selection, installation, and operation of the
products are all fully correct - the lifetime
operating period of the mechanical seals is 8,000
hours; under special operating conditions,

this number is not to be guaranteed.

11. For Dry Gas Seals: JB/T8725-2012

If the devices are running well and the operating
techniques are steady, the dry gas seals used in
compressors would have at least 3 years of
operating period and the dry gas seals for pumps
would work for at least 2 years.

Before-and-after-sales
Service Terms

To strengthen our quality management, YALAN
Seals follows ISO2001:2008 certificated
management system strictly to have a full control
of all elements of the final product quality. With our
creed and strategy of "reliable and affordable seal
solution" and "always with innovations', we seriously
guarantee the terms below as our
before-and-after-sales service details.

1. Strictly follow the orders (contracts): qualified
products with precise prices and on-tfime delivery.

2. Strictly follow the orders (contracts): strict tests
and control against all sorts of raw materials and
all internal and external components before they
come info YALAN Seals' production facilities.
YALAN Seals would make sure all processes such
as purchasing, manufacturing, and testing under
full control and none of the unqualified products
would be able to leave the factory.

3. Full and detailed instruction documents (as well
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as any other necessary documents) would be
provided to clients for detailed product information
such as parameters, installation, and operation.

4. As a before-sales service, YALAN Seals, as a
mechanical seal expert, is able to assist clients with
the selection of products, materials, and solutions,
according to the situation and requirements of
different clients.

5. According to requirements from our clients,
YALAN is able to send a technical team to install
and test our seal products, with an extra cost of
door to door service.

6. YALAN Seals will provide fraining to the installation
and repair people of clients.

7. If there is any situation caused by any product
issue within the warranty time, YALAN Seals would
resolve the issue first for the client to ensure that
operations from clients' sides would not be affected
due to any kind of product problems of our side,
before considering the judgment to the final
responsibility. If it is the problem of YALAN Seals'
products, the company would be willing to take

full responsibility to repair or replace the products
sold to the client, for free.

8. The product quality feedback from clients will be
responded within 2 hours after receiving it (during
normal business hours) and repaired/replaced
products will be shipped out ASAP to make sure
clients are satisfied.

9. After-sales department will follow up with every
client and establish a document for every one of
them to collect any requirement in real time.

II . - Landline: +86-551-64287402 Email: contact@yalan-seals.com
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Overseas Sales and Support
Team Contacts

Overseas Sales Manager

Mr. Jimmy Wong

Mobile: +86-18356957562

Skype: jimmyhuang 1986

Email: contact@yalan-seals.com

Overseas Sales Manager

Ms. Elven Zhang

Mobile: +86-15056947430

Email: elven.zhang@yalan-seals.com

Overseas Marketing Director
Ms. Lynn He

Mobile: +86-17775378093

Email: lynn.he@yalan-seals.com

Customer Care Manager

Mr. Zonghui Jiang

Mobile: +86-13615510954

Email: zonghui.jiang@yalan-seals.com
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Testing and Research Center - = gl FAHF 55 0

YALAN Test and Research Center

F = 7= gada il A 55 AR

Mechanical Seals for Pumps Testing Platform
£ AN EHNR TS REANEZHNKTEA

i

P&C Laboratory Spectrographlc Loborotory
L L= b
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Locafted in China,

M EHE

HQ Office &
South China
Operating
Center

SER R

EBERL

North China
Operating &
Support Center
®iLiZES
XL

Factory
HEFEEM

a ¢

@ % 0 B

serving the world.

ARSS1H 5

21st Floor, Lanjing International Building

City of Hefei, Anhui, China

Landline: +86-551-64287402

Mobile: +86-18356957562
+86-17775378093

Fax: +86-551-64247831

Email: contaci@yalan-seals.com

Website: www.yalan-seals.com

Skype: jimmyhuang1986

Suite 202, Building 1, Gongshang
Jiayuan, City of Shijiazhuang,
Hebei, China

Landline: +86-311-85117912

No. 19 Industrial Park of Dingyuan,
City of Chuzhou, Anhui, China
Landline: +86-550-4395566/4297918
Fax: +86-550-4297966

Website: www.yalanmf.cn

This document will be keeping updated.
Stay tuned with our latest product catalog.
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