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2100, AKA U4901 or INT
Mechanical Seal for
Vacuum Pumps, Submerged
otors, Compressors, and
elerators
D (U4901/INT) ZU4 1 25 %

Features: single end, balanced, independent direction
, rubber bellow, bellow transmission mechanical seal.
onent seal has a compact structure and good
lity and it is easy to install. The bellow and the spring
essure compensation to the sealing faces. The rubber
>sign can prevent radial run-out so the floatability of
ring is increased.
D BunmE, FEE, EEREE, SRELEED. SHEE,
X5, AR, RUESHERHEENMEEZHWEAMS
Z, KRB RAMEMEE D, RS T IIRAZEEE,

andards: DIN24250, ISO3069, GB6556, EN12756
HirAE: DIN24250, ISO3069, GB6556, EN12756

Scopes of Application: mainly used in centrifugal pumps,
vacuum pumps, submerged motors, compressor, agitation

equipment and decelerators for sewage fre
engineering, pharmacy, paper making and
This component can work as an alternative t
product of John Crane.
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Inner Diameter: 10 mm fo 100 mm
HAESEE: 10 mm -100 mm

Materials

Rotary Ring Face: Carbon/SIiC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: SS304/SS316

Metal Parts: SS304/SS316
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E&EER4: SS304/SS316

Operation Parameters
Pressure: < 1.2 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s

Landline: +86-551-64287402 Email: contact@yalan-seals.com
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2100, AKA U4901 or INT Mechanical Seal Dimension Chart
- 2100 (U4901/INT) UL 25 £ R~ X RR R
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imensions d D D2 D3 L1 L12 L13 L2 L3
Shaft Sizes hé6 HS8 +0.5 +0.5 +0.5
12 12 23 22 24 15 26.5 34.0 5.0 4.5
14 14 25 24 26 15 29.0 34.0 5.0 45
16 16 27 26 28 15 29.0 34.0 5.0 4.5
18 18 33 32 34 20 31.5 39.0 7.5 6.0
20 20 35 34 36 20 3LS5 39.0 8.0 6.5
22 22 37 36 38 20 315 39.0 8.0 6.5
24 24 39 38 40 20 34.0 44.0 8.0 6.5
25 25 40 39 41 20 34.0 44.0 8.0 6.5
28 28 43 42 44 26 36.5 44.0 8.0 6.5
30 30 45 44 46 26 355 43.0 9.0 75
32 32 48 46 48 26 355 48.0 9.0 7.5
33 33 48 47 49 26 355 48.0 9.0 75
35 35 50 49 51 26 34.5 47.0 9.0 75
38 38 56 54 58 30 37.0 47.0 9.0 7:5
40 40 58 56 60 30 37.0 47.0 9.0 75
43 43 61 59 63 30 37.0 52.0 9.5 8.0
45 45 63 61 65 30 37.0 52.0 9.5 8.0
48 48 66 64 68 30 35.0 50.0 9.5 8.0
50 50 70 66 70 30 375 50.0 9.5 8.0
53 53 73 69 73 30 375 60.0 9.5 8.0
55 55 75 71 75 30 375 60.0 9.5 8.0
58 58 78 78 83 33 42.5 60.0 9.5 8.0
60 60 80 80 85 33 40.5 58.0 9.5 8.0
63 63 83 83 88 33 40.5 58.0 9.5 8.0
65 65 85 85 90 33 40.5 68.0 9.5 8.0
68 68 90 88 93 33 40.5 68.0 9.5 8.0
70 70 92 90 95 33 48.0 68.0 11.0 9.5
i) 75 97 99 104 40 48.0 68.0 12.0 10.0
80 80 105 104 109 40, 47.5 775 12.0 10.0
85 85 110 109 114 40 47.5 AT:5 12.0 10.0
90 90 115 114 119 40 52.5 775 12.0 10.0
95 95 120 119 124 40 525 11.5 14.0 11.0
100 100 125 124 129 40 525 77.5 14.0 11.0




