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Pumps, Vacuum Pumps,

ompressors and Reaction
ttles

GU) B £

atures: single end, multi springs, unbalanced, independent
on, bolt and lug combined transmission. The transmission is
Bliable. The compensation components are pre-assembled
8ig/lation and good compensation. The load on the sealing
ddlanced. The seal component is easy to adjust and the

P is reliable and stable.

. S, FFEGE. EEER. BTOBEHASED. %3
B AMETHRETER. ETRE, MR, BEAFHS,
AR, %iﬂi‘éﬁf%iﬁfﬁ EAEE, BAERE, .

fis: ISO3069, GB6556, DIN24960, EN12756
E. ISO3069, GB6556, DIN24960, EN12756

pes of Application: oil industry, chemical engineering, chemical fiber,
pod processing, phamarcy, paper pulp and environmental protection
industry. Designed for chemical pumps, water pumps, piping pumps,
screw pumps, compressors and other rotary devices.
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Inner Diameter: 14 mm to 100 mm
HIESERE: 14 - 100 mm

Materials

Rotary Ring Face: Carbon/SiC/TC

Stationary Ring Face: Al203/SIC/TC

Elastomers: NBR/EPDM/Viton/PTFE/FFKM
Springs: S§304/SS316/HC-276

Metal Parts: S5304/SS316/SS316L/Hastelloy
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38 SS304/SS316/HC-276

S BEBMHE: SS304/SS316/SS316L/MEKRESE

Operation Parameters
Pressure: < 1.2 MPa
Temperature: - 40 ~ 200 °C
Linear Speed: < 25 m/s
EBEIT5H

EA: <1.2MPa

imE: -40~ 200 °C

HKiEE: <25m/s

Mediums: oil, water, amorphism acid. alkali, salt,
and organic solvents. ‘ ‘
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Landline: +86-551-64287402 Email: contact@yalan-seals.com
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58U (59U) Mechanical Seal Dimension Chart
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Dimensions d D D1 D2 D3 i I E4l 12 do
Shaft Sizes hé6 HS8 H1l

20 20 35 29 34 36 45 24.0 37.5 3
22 22 37 31 36 38 45 24.0 SLs 3
24 24 39 33 38 40 47 26.7 40.0 3
25 25 40 34 39 41 47 27.0 40.0 3
28 28 43 37 42 44 50 30.0 42.5 3
30 30 45 39 44 46 50 30.5 42.5 3
32 32 48 42 46 48 50 30.5 42.5 3
33 33 48 42 47 49 50 30.5 42.5 3
35 35 50 44 49 51 50 30.5 42.5 3
38 38 56 49 54 58 52 32.0 45.0 4
40 40 - 58 51 56 60 52 32.0 45.0 4
43 43 61 54 59 63 32 32.0 45.0 4
45 45 63 56 61 65 52 32.0 45.0 4
48 48 66 59 64 68 52 32.0 45.0 4
50 50 70 62 66 70 55 34.0 47.5 4
53 53 73 65 69 3 35 34.0 47.5 4
35 55 75 67 71 75 55 34.0 47.5 4
58 58 78 70 78 83 60 39.0 52.5 4
60 60 80 72 80 85 60 39.0 52.5 4
63 63 83 75 83 88 60 39.0 52.5 4
65 65 85 77 85 90 60 39.0 52.5 4
68 68 90 81 88 93 60 39.0 2.5 4
70 70 92 83 90 95 67 45.5 60.0 4
75 75 97 88 95 104 67 45.5 60.0 4
80 80 105 95 104 109 67 45.0 60.0 4
85 85 110 100 109 114 67 45.0 60.0 4
90 90 115 105 114 119 72 50.0 65.0 4
95 95 120 110 119 124 72 50.0 65.0 4
100 100 125 115 124 129 72 50.0 65.0 4
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