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Seals for Clean Water / Piping / Vacuum Pumps - i57kR. BiER. ETZRABRKRESEVHE

MG1, AKA U4801
Mechanical Seal for Water
mps, Piping Motors, and
uum Pumps
(U4801)ZY 14 25

ol Features: single end, unbalanced, fixed direction of

, rubber bellow transmission mechanical seal.

ponent seal has a compact structure and good

ibility and it is easy to install. The bellow and the spring
Ovide pressure compensation to the sealing faces. The
rubber bellow design can prevent radial runout so the
floatability of the rotary ring is increased.
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Standards: DIN24250, ISO3069, GB6556, EN12756
FratRfE: DIN24250, 1ISO3069, GB6556, EN12756

Scopes of Application: widely used in water pumps,

piping pumps, sewage pumps, immersible motors, vacuum
equipment and other rotary devices for sewage teartment,
city water supply. chemical engineering, pharmcy, food
processing, and paper making.
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Inner Diameter: 10 mm fo 110 mm
MAESERE: 10mm - 110 mm

Materials

Rotary Ring Face: Carbon/SIC/TC
Stationary Ring Face: Al203/SiC/TC
Elastomers: NBR/EPDM/Viton
Springs: $5304/SS316

Metal Parts: S5304/SS316
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&BERE: SS304/SS316

Operation Parameters
Pressure: < 1.0 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s
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EA: <1.0MPa Mediums: oil, water, se
BE: -20~120°C paper pulp and other we:
LiHE: <10m/s BEBAMNER: . k. Tk B

Lanaline: +86-551-64287402 Email: contact@yalan-seals.com
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MG12 (G13) & U4801G12 (13)
Mechanical Seal for

Water Pumps, Submerged

ors, and Piping Pumps

312 (G13) & U4801G12 (13)2!
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fal Features: single end, unbalanced, fixed direction
gffon, rubber bellow fransmission mechanical seal.
component has a compact structure and good

ompatibility and it is easy to install. The bellow and the spring
provide pressure compensation to the sealing faces. The
rubber bellow design can prevent radial runout so the
floatability of the rotary ring is increased.
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Standards: DIN24250, ISO3069, GB6556, EN12756
FratrfE: DIN24250, 1ISO3069, GB6556, EN12756

Scopes of Application: widely used in water pumps,

piping pumps, sewage pumps, immersible motors, vacuum
equipment and other rotary devices for sewage teartment,
city water supply, chemical engineering, phamcy, food
processing, and paper making.
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Inner Diameter: 10 mm fo 110 mm
MISEE: 10mm-110mm

Materials

Rotary Ring Face: Carbon/SiC/TC
Stationary Ring Face: Al203/SIC/TC
Elastomers: NBR/EPDM/Viton
Springs: S5304/SS316

Metal Parts: SS304/SS316
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EBEBMH: SS304/SS316

Operation Parameters
Pressure: < 1.0 MPa
Temperature: - 20 ~ 120 °C
Linear Speed: < 10 m/s
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MG1, MG12, and MG 13 Mechanical Seal Dimension Chart
-MG1, MG12, and MG 13ZIH Z R~T 3 BBR

/
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imensions|  d D D14 D15 D2 D3 L1 L12 L13 L2 L3 L4 L5
Shaft Sizes hé HS8 H8 Hl1l 2055 | =250:57| 05

14 14 25 246 | 20.5 28.5 | 30.0 17.0 | 284 | 334 6.6 4.5 6.5 5.6
16 16 27 28.0 [ 22.0 | 285 | 30.0 17.0 | 284 | 334 6.6 4.5 8.5 75

18 18 33 30.0 | 24.0 | 32.0 | 33.0 19.5 30.0 [ 375 7 6.0 9.0 8.0
20 20 35 35.00 | 295 37.0 [ 38.0 | 215 30.0 [ 375 75 6.5 8.5 7.5

22 22 37 350 | 295 37.0 | 38.0 | 21.5 | 30.0 | 375 7.5 6.5 8.5 7.5

24 24 39 38.0 | 32.0 | 425 | 440 | 225 | 325 | 425 7.5 6.5 8.5 7.5

25 25 40 380 | 32.0 [ 425 | 44.0 | 23.0 | 325 | 425 1.5 6.5 8.5 7:5

28 28 43 42.0 | 36.0 | 49.0 | 500 | 26.5 | 350 | 425 75 6.5 10.0 9.0
30 30 45 450 | 392 [ 490 | 50.0 | 26.5 35.0 | 425 Fuid 6.5 115 10.5
32 32 48 48.0 | 422 53.5 S50 | 27,5 | 35.0 | 47.5 7> 6.5 11.5 10.5
33 33 48 50.0 | 442 53.5 55.0 | 275 350 | 41.5 1.5 6.5 12.0 11.0
35 35 50 52.0 | 46.2 57.0 | 59.0 | 28.5 35.0 | 475 7.5 6.5 12.0 11.0
38 38 56 55.0 | 49.2 | 590 | 61.0 [ 30.0 | 36.0 | 46.0 9.0 T3 11.3 10.3
40 40 58 58.0 | 522 | 62.0 | 64.0 | 30.0 | 36.0 | 46.0 9.0 73 11.8 10.8
43 43 61 62.0 | 53.3 65.5 | 67.0 | 30.0 | 36.0 | 51.0 9.0 8.0 13.2 12.0
45 45 63 64.0 | 553 68.0 [ 70.0 | 30.0 | 36.0 | 51.0 9.0 8.0 12.8 11.6
48 48 66 684 | 59.7 | 70.5 | 740 | 305 36.0 | 51.0 9.0 8.0 12.8 11.6
50 50 70 693 | 608 [ 740 | 77.0 | 30.5 | 38.0 | 50.5 9.5 8.0 12.8 11.6
53 53 73 723 | 63.8 | 78.5 81.0 | 33.0 | 36.5 59.0 11.0 8.0 13.5 12.3
55 55 75 754 | 66.5 | 81.0 | 83.0 | 35.0 | 36.5 59.0 11.0 8.0 14.5 133
58 58 78 784 [ 69.5 85.5 88.0 | 37.0 | 415 59.0 11.0 8.0 14.5 133
60 60 80 804 [ 715 838.5 | 91.0 | 38.0 | 415 59.0 11.0 8.0 14.5 13.3
65 65 85 854 | 765 | 93.5 | 96.0 | 40.0 | 415 69.0 11.0 8.0 14.2 13.0
70 70 92 92.0 | 83.0 | 99.5 | 103.0 | 40.0 | 48.7 | 68.7 11.3 9:5 14.2 13.0
75 75 97 99.0 [ 90.2 | 107.0 | 110.0 | 40.0 | 48.7 | 68.7 113 9.5 15.2 14.0
80 80 105 | 104.0 | 95.2 | 112.0 | 116.0 | 40.0 | 48.0 | 78.0 12.0 10.0 16.2 15.0
85 85 110 | 109.0 | 100.2 | 120.0 | 124.0 | 41.0 | 46.0 | 76.0 14.0 10.0 16.0 14.8
90 90 115 | 114.0 | 105.2 | 127.0 | 131.0 | 450 | 51.0 | 76.0 14.0 10.0 16.0 14.8
95 95 120 | 120.3 | 111.6 | 132.0 | 136.0 | 46.0 | 51.0 | 76.0 14.0 11.0 17.0 15.8
100 100 125 | 123.3 | 114.5 | 137.0 | 141.0 | 47.0 | 51.0 | 76.0 14.0 11.0 17.0 15.8
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